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CONSTRUCTION NOTES:

1. SIGN BOARD SHALL BE CONSTRUCTED FROM 4'x4'x3/4" EXTERIOR MARINE
PLYWOOD.

2. ALL LETTERS AND NUMERALS SHALL BE SERIES C.

3. LETTERING SHALL BE BLACK ON WHITE BACKGROUND USING 3M SCOTCHLITE
EC FILM SERIES 1700 OVER 3M DIAMOND GRADE VIP OR BETTER.

4. SIGN AND POSTS SHALL BE PLANTED INTO AN UNYIELDING SOIL AND
REINFORCED BY TAMPING GRAVEL OR SMALL ROCKS WHEN NECESSARY TO
ASSURE RESISTANCE AGAINST STRONG WIND. BRACING MAY BE REQUIRED
AT SOME LOCATIONS AS DIRECTED BY THE ENGINEER.

5. SIGN BOARD SHALL BE FABRICATED AND MOUNTED ON 2 EACH 4"x4"x8’
POSTS WITH THE FOLLOWING GALVANIZED FASTENERS AND SIZES AS
INDICATED:

4 EA. 1/4” DIA.x6"
4 EA. 1/4” NUTS
8 EA. 1/4” WASHERS

APPROVEDABY CITY ENGINEER: DATE: cﬁr, ‘{%,N/ TEMPORARY CONSTRUCTION
S/CQOlb P ASHINGTON SITE SIGN BOARD (4,X4’)
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CONSTRUCTION NOTES:

1. SIGN BOARD SHALL BE CONSTRUCTED FROM 3/4" EXTERIOR MARINE PLYWOOD.

Piotted by: Craig Dobyns on 7/13/2018 File location: M:\Construction Standard Details\Approved Drawing Files (dwg)\General\STDETL—~G—04.1

2. ALL LETTERS AND NUMERALS SHALL BE SERIES C.

S. LETTERING SHALL BE BLACK ON WHITE BACKGROUND USING 3M SCOTCHLITE EC
FILM SERIES 1700 OVER 3M DIAMOND GRADE VIP OR BETTER.

4. SIGN AND POSTS SHALL BE PLANTED INTO AN UNYIELDING SOIL AND REINFORCED
BY TAMPING GRAVEL OR SMALL ROCKS WHEN NECESSARY TO ASSURE RESISTANCE
AGAINST STRONG WIND. BRACING MAY BE REQUIRED AT SOME LOCATIONS AS
DIRECTED BY THE ENGINEER.

5. SIGN BOARD SHALL BE FABRICATED AND MOUNTED ON 2 EACH 4"x4"x8 POSTS
WITH THE FOLLOWING GALVANIZED FASTENERS AND SIZES AS INDICATED:

4 EA. 1/4" DIA.x6"
4 EA. 1/4" NUTS
8 EA. 1/4” WASHERS
APPROVE Y CITY ENGINEER; DATE: o
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INSTALL DRIVEWAY
CULVERT IF ROADSIDE
DITCH IS PRESENT

NOTE:

FOR ADDITIONAL INFORMATION
PERTAINING TO CONSTRUCTION
ENTRANCE / EXIT, REFER TO

DEPT. OF ECOLOGY BMP C105

EXISTING
ROAD

SPALLS

25" MIN. FOR SMALL
SITE (SEE NOTE 1)

\(\
W 15" MIN. FOR SMALL

§
\h\\ﬁ\“ SITE (SEE NOTE 1)

GEOTEXTILE FOR SOIL

STABILIZATION PER WSDOT
STANDARD SPECIFICATION \
SECTION 9-33 :‘

12" MIN.
THICKNESS

MAINTENANCE STANDARDS:

1. SMALL SITE IS DEFINED AS A SITE THAT ADDS OR REPLACES LESS THAN 5,000 SQUARE
FEET OF IMPERVIOUS SURFACE & DISTURBS LESS THAN ONE ACRE.

2. QUARRY SPALLS PLUS WOVEN GEOTEXTILE FABRIC UNDER ROCK SHALL BE ADDED AS
NEEDED TO KEEP THE ENTRANCE IN CONFORMANCE WITH THESE STANDARDS.

3. IF THE ENTRANCE IS NOT PREVENTING SEDIMENT FROM BEING TRACKED ONTO PAVEMENT,
THEN ALTERNATIVE MEASURES TO KEEP THE STREETS FREE OF SEDIMENT SHALL BE USED.
THIS MAY INCLUDE SHOVELING, PICKUP SWEEPING, & HAND SWEEPING, AN INCREASE IN THE
ENTRANCE DIMENSIONS, OR THE INSTALLATION OF A SELF—CONTAINED WHEEL WASH

STATION, (REFER TO DOE BMP C—106 FOR MORE INFORMATION).

4. ANY SEDIMENT THAT IS TRACKED ONTO STREET PAVEMENT SHALL BE REMOVED
IMMEDIATELY BY SHOVELING, PICKUP SWEEPING, & HAND SWEEPING. THE SEDIMENT
COLLECTED BY SWEEPING SHALL BE REMOVED OR STABILIZED ONSITE. PAVEMENT SHALL
NOT BE CLEANED BY WASHING DOWN THE STREET, EXCEPT WHEN SWEEPING IS
INEFFECTIVE & THERE IS A THREAT TO PUBLIC SAFETY. IF IT IS NECESSARY TO WASH THE
STREETS, A CONSTRUCTION OF A SMALL SUMP SHALL BE CONSIDERED. SEDIMENT WOULD
THEN BE WASHED INTO THE SUMP.

5. ANY ROCK SPALLS THAT ARE LOOSENED FROM THE DRIVEWAY PAD & ONTO THE ROADWAY
SHALL BE REMOVED IMMEDIATELY. VACTOR TRUCK MUST BE USED TO CLEAN CATCH BASIN
IF IT BECOMES PLUGGED.

6. VEHICLES SHALL NOT ENTER OR EXIT THE SITE OTHER THAN THE CONSTRUCTION

Plotted by: Cralg Dobyns on 7/13/2016 Flle location: M:\Construction Standard Detalls\Approved Drawing Files (dwg)\Erosion Control\STDETL—E—01.1

ENTRANCE(S).
7. REMOVE TEMPORARY CONSTRUCTION ENTRANCE/EXIT UPON COMPLETION OF THE ON—SITE
WORK.
APPROVED BY CITY ENGINEER: DATE: CITY OF w,«f;.g’ TEMPORARY CONSTRUCTION
/%Z A %w/é' 8/5’/&20/@ /:‘»;B ENTRANCE / EXIT

COMMUNTTY DEVELOPMENT & PUBLIC WORKS DEPT. - STANDARD DETAIL: E—01.1




JOINTS IN FILTER FABRIC

SHALL BE SPLICED AT 2"x2", 14 G
POSTS. USE WIRE RINGS, MEEH'OR EQJ&&TENT
OR EQUIVALENT TO ATTACH EXISTING IF STANDARD FILTER
FABRIC TO POSTS GRADET A<—| FABRIC IS USED.
R s
zﬁg&[§§§§§ oo — MIN. 4" DEEP
/g‘;;;*;; TRENCH
6 MAX.

SPACING MAY INCREASE
IF WIRE BACKING IS USED

SILT FENCE

NOT TO SCALE
STEEL FENCE MAINTENANCE STANDARDS:
POSTS

1. INSPECT WEEKLY ON ACTIVE SITES, MONTHLY
ON INACTIVE SITES, & AFTER EACH STORM
EVENT TO VERIFY PROTECTION IS STILL
ADEQUATE. ANY DAMAGE SHALL BE REPAIRED
IMMEDIATELY.

2. |F CONCENTRATED FLOWS ARE EVIDENT UPHILL
OF THE FENCE, THEY MUST BE INTERCEPTED
AND CONVEYED TO A SEDIMENT POND.

3. THE UPHILL SIDE OF THE FENCE SHALL BE
PERIODICALLY CHECKED FOR SIGNS OF
CLOGGING CAUSING CHANNELIZATION OF THE
FLOWS PARALLEL TO THE FENCE. IN SUCH
CASE, REPLACE THE FENCE AND OR REMOVE
THE TRAPPED DEBRIS AND SEDIMENT.

S 4. SEDIMENT AND DEBRIS BUILD UP MUST BE
Ny REMOVED WHEN 6" HIGH.

WASHED GRAVEL OR N. 5. REMOVE AND REPLACE DETERIORATED FILTER
NATIVE SOIL \_ FABRIC DUE TO ULTRAVIOLET BREAKDOWN.

" STEEL
AR SR . UPON COMPLETION OF WORK AND WHEN
TRENCH LINE ALLOWED BY THE CITY OF AUBURN, THE
CONTRACTOR SHALL REMOVE ALL FILTER
%%%Q%%E%&A FABRIC FENCE AND GRAVEL. PROVIDE FINISH
GRADES WITH SURFACING MATERIAL AND
NOTES: LANDSCAPING AS REQUIRED.

1. FILTER FABRIC FENCES SHALL BE INSTALLED ALONG CONTOUR WHENEVER POSSIBLE.
2. FOR ADDITIONAL TECHNICAL INFORMATION, REFER TO WSDOE BMP C233.

2"x2", 14 GA. WIRE
MESH OR EQUIVALENT
IF STANDARD FILTER

FABRIC IS USED
FILTER \

FABRIC
MULCH ‘\\\\\5

BACKFILL TRENCH
W/ 3/4"=1 1/2"

A

-
-
Z
@)
m
(o)}

APPROVED ) Y CITY ENGINEER: DATE: C,ITLOI' ?:aﬂ‘j,,,/ SILT CONTROL
A Sl gls |20l ,é§gH%EH§§i FENCE

Plotted by: Cralg Dobyns on 7/13/2016 Flle location: M:\Construction Stondard Details\Approved Drawing Files (dwg)\Erosion Control\STDETL—E—02.1
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DRAINAGE GRATE,
RECTANGULAR
GRATE SHOWN

CURB &
GUTTER

OVERFLOW BYPASS
OPENING (TYP.)

MAINTENANCE STANDARDS:

1. ANY ACCUMULATED SEDIMENT ON
OR AROUND THE FILTER FABRIC
SHALL BE REMOVED PROMPTLY AND
DISPOSED OF.

SEDIMENT SHALL NOT BE REMOVED
WITH WATER INSIDE THE BASIN.

REGULAR MAINTENANCE IS
REQUIRED. INSPECT WEEKLY ON
ACTIVE SITES, MONTHLY ON
INACTIVE SITES, & AFTER EACH
STORM EVENT TO VERIFY
PROTECTION IS STILL ADEQUATE.
REPLACE AS NEEDED.

ANY SEDIMENT IN THE CATCH
BASIN INSERT SHALL BE REMOVED

FABRIC

SEDIMENT AND
DEBRIS RETRIEVAL

STRAPS (TYP.)

BELOW DRAINAGE
GRATE DEVICE

SCHEMATIC DETAIL VIEW

NOT TO SCALE

CURB &
GUTTER

5"

CATCH BASIN
WITH GRATEW

MAX.

WHEN IT HAS FILLED 1/3 OF THE
STORAGE CAPACITY OF THE FILTER

— EDGE OF
TRIM

DEVICE.

THE GEOTEXTILE FABRIC FILTER
MEDIA SHALL BE INSPECTED AFTER
EACH STORM EVENT & CLEANED OR
REPLACED WHEN 1/3 OF STORAGE
CAPACITY IS REACHED, OR
MONTHLY, UNDER NORMAL WEATHER
CONDITIONS, WHICHEVER OCCURS
FIRST.

REMOVE CATCH BASIN INLET
PROTECTION DEVICE UPON
COMPLETION OF THE WORK.

OTES:

1. THIS DEVICE IS APPLICABLE TO WHERE
PONDING OF WATER ABOVE THE CATCH
BASIN WILL NOT CAUSE TRAFFIC
PROBLEMS AND WHERE OVERFLOW WILL
NOT RESULT

THIS INSERT DEVICE SHALL HAVE A
MINIMUM OF 0.5 C.F. OF STORAGE. IT

SHALL ALSO PROVIDE FOR DE—WATERING

STORED SEDIMENT, AN OVERFLOW, AND
EASE OF MAINTENANCE.

REFER TO WSDOE BMP C220.

FOR ADDITIONAL TECHNICAL INFORMATION,

FILTERED
WATER

GRATE FRAME

. BELOW DRAINAGE
_ GRATE DEVICE

= OVERFLOW BYPASS
OPENING (TYP.)

\\ SEDIMENT
i> AND DEBRIS

b

SECTION A—A

NOT TO SCALE

Plotted by: Craig Dobyns on 2/2/2018 File location: M:\Construction Standard Details\Current Working DWG\Erosion Controf\STDETL—E—03.2

APPROVED_BY CITY ENGINEER:

106

DATE:

2/20/2014

F)
CITY OF_ et 7
AUBTF ﬁ’ﬁ

. WASHINGTON

CATCH BASIN
INLET PROTECTION

COMMUNITY /DEVELOPMENT & PUBLI

C WORKS DEPT.

STANDARD DETAIL: E—-03.2




(e}
S
CEMENT CONCRETE @S
BLOCK WITH HOLES 5\1\49 N
IN HORIZONTAL ? E
POSITION, TYP O FILTER
» THiF ; - . FABRIC
c ] i CATCH BASIN
; : AL GRATE
OVERFLOW 4[N HH [ H Dﬂ =
WATER ] P
DIRECTION H U [ U H H
I - -
& _
i i :
T T T E /
Ajoof o 0
CEMENT CONCRETE : 0‘114%7&2 :
BLOCK WITH HOLES e Sp Oy
FACING UP, TYP. : 0/704/
Bl
GRAVEL FILTER WITH
PONDING AREA DRAIN 3/4” TO 1-1/2" OF
HEIGHT PLAN VIEW FILTER CLEAN WASHED ROCK
NTS FABRIC
OVERFLOW OVERFLOW
WATER 1~liT:~ el S WATER
DIRECTION s =l T P sl DIRECTION
%7‘*\/7?\7?7/‘\77&’/7\“377%; /"-\@4' TP P éﬁi}\’l /'\g\/ R RTRT
NES N
MAINTENANCE STANDARDS: - K
1. ANY ACCUMULATED SEDIMENT ON " N &
OR AROUND THE GRAVEL FILTER s 1
SHALL BE REMOVED PROMPTLY b 5
AND DISPOSED OF. ——
1 8
2. SEDIMENT SHALL NOT BE REMOVED <> ==
WITH WATER INSIDE THE CATCH <
BN | TYPICAL CEMENT
3. INSPECT WEEKLY ON ACTIVE SITES, B CONCRETE_BLOCK
MONTHLY ON INACTIVE SITES, & ,_ NTS
AFTER EACH STORM EVENT TO . |
VERIFY PROTECTION IS STILL 5 3 NOTES:
ADEQUATE. REPLACE AS NEEDED. ' N ' :
7. FENGHE SATEN EANN PHETEEToN SECTION A—A 1. BASIN INLET IN SOME AREAS
UPON COMPLETION OF PROJECT. NTS MAY REQUIRE (2) STACKS
OF CEMENT CONCRETE
5. THIS DETAIL IS APPLICABLE ONLY BLOCKS, AS DIRECTED BY
WHERE PAVEMENT DOES NOT EXIST THE ENGINEER.

AROUND The GRTEH BrRsii. 2. FOR ADDITIONAL TECHNICAL

INFORMATION, REFER TO
WSDOE BMP (C220.

Plotted by: Crolg Dobyns on 1/23/2018 File location: M:\Construction Stondard Details\Current Working DWG\Erosion Control\STDETL—E—04.2

APPROVED BY CITY ENGINEER: DATE: % ALTERNATE CATCH BASIN
] % 22/.20 ooy } *ORIN INLET PROTECTION

COM TY (PEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL:  E—04.2




SHOW TOP
OF BERM
ELEVATION

WATER

TIGHT SEAL . ‘
SHOW INVERT o o 14— — " —— Y“T
ELEVATION \ i
" o o o; o) N H 6" L
8” DIA. ok | Zo0
PVC MIN. \ (IJ o LI:U) T H E ﬁ <
= 2 O
SHOW nQn N \ o |o ii ZD () B
ALLOWABLE . 1 ”
s — 2o ‘
XoaN—_— —— |

8"x8"x8" PVC TEE

WITH R

GASKET JOINTS

48" MIN. PERFORATED CMP
STANDPIPE, W/ (40) 1”% MIN.
HOLES @ 10” 0.C., OPEN TOP,
CLOSED BOTTOM, ENCASED IN //’
CONCRETE

SHOW OVERFLOW
ELEVATIONS

SILT FENCE

DISTANCE GREATER
THAN MIN. HEAD TO
PASS DESIGN STORM

SHOW & DESIGNATE
THE DESIGN STORM
ELEVATION

WATER
SURFACE

e e —

UBBER

SHOW ORIFICE SIZE EANACNSEN

AS REQ'D

NOTES:

—_

GRAVEL

SHOW POND 1
BOTTOM

ELEVATION

3/4” T0 1-1/2"

WASHED ROCK
GRAVEL CONE

COMPACTED

BASE

PROVIDE A RIP RAP LINED SPILLWAY, 6" MINIMUM ABOVE STANDPIPE, OPEN TOP.

2. A MULTIPLE PHASE POND SEPARATED BY PERVIOUS GRAVEL WINDOW MAY BE
REQUIRED TO CONTROL AND TRAP SEDIMENT, AND TO REDUCE DISCHARGE ENERGY.

3. POND CHARACTERISTICS SUCH AS DESIGN VOLUME, INFLOW, OUTFLOW, AND
MAXIMUM HEAD SHALL BE SHOWN ON PLANS.

THE OUTLET PIPE SHALL BE A MINIMUM OF 8" DIAMETER.
INDICATE SEASONAL HIGH GROUND WATER ELEVATION.

6. THIS DETAIL IS FOR DESIGN GUIDANCE ONLY, THE ENGINEER IS RESPONSIBLE FOR
PROVIDING THE NECESSARY ELEVATIONS AND ORIFICE SIZES.

7. REFER TO WSDOE BMP 220 FOR ADDITIONAL INFORMATION.

Plotted by: Craig Dobyns on 7/13/2016 File location: M:\Construction Standard Details\Approved Drawing Files (dwg)\Erosion Control\STDETL—E—05.1

APPROVED B

S M 8ls |20, | PEEERN

CITY ENGINEER: DATE: cirvor Ll

GRADING/EROSION DISCHARGE
CONTROL STRUCTURE

COMMU

DEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL: E—05.1




CRUSHED SURFACING BASE
COURSE (CSBC) PER SECTION

9-03.9(3) BETWEEN TRENCH
BACKFILL AND PAVEMENT. MATCH

EXISTING THICKNESS (4" MIN.)
ASPHALT TACK APPLIED TO

SAW CUT FULL DEPTH ALL EXISTING PAVEMENT

2" MIN. FROM EDGE OF SURFACES PER SECTION

TRENCH EXCAVATION, TYP. 5-04.3(4). TACK COAT SHALL
BE CSS—1 OR CSS—1H

FOR RESTORATION EMULSIFIED ASPHALT, PG,

OF EXISTING ROADWAY OR APPROVED EQUAL

SEE STD DETAIL T-02

-
SN

KT

L
i
:
%

I
ﬂﬂ
T
[
|
I
o
A
[
|
(|
2\
i

j— s/
EXISTING
SUBGRADE HMA CL. 1/2 IN.
i PG. 58H—22 MATCH
SELECT TRENCH BACKFILL: hEAT,l,S'T'S'EGPT%EPPT;FQ OR
CRUSHED SURFACING TOP SECTION 10.07 OF
COURSE (CSTC) PER SECTION i DESIGN STANDARDS,
9-03.9(3) | WHICHEVER IS GREATER
IMPORTED PIPE TRENCH i T
BACKFILL: GRAVEL BORROW l wly Z
PER SECTION 9-03.14(1) / aloc =
SEE NOTE 3. | I
PIPE ZONE BEDDING: A i .
CRUSHED SURFACING TOP S
COURSE (CSTC) PER s W =
SECTION 9-03.9(3)
TRANSVERSE |, LONGITUDINAL
TRENCH TRENCH

IF THE TRENCH BOTTOM IS DETERMINED TO BE UNSUITABLE BY
THE ENGINEER, THE UNSUITABLE FOUNDATION MATERIAL SHALL
BE REMOVED & REPLACED WITH PIPE FOUNDATION MATERIAL:
AGGREGATE FOR GRAVEL BASE PER SECTION 9-03.10

NOTES:

1. TRANSVERSE TRENCHES ARE TRENCHES THAT RUN PERPENDICULAR
OR DIAGONAL ACROSS THE TRAVELED WAY OF THE ROAD.
LONGITUDINAL TRENCHES ARE TRENCHES THAT RUN PARALLEL WITH
THE TRAVELED WAY OF THE ROAD.

2. ALL BACKFILL SHALL BE COMPACTED TO 95% MAXIMUM DENSITY.

3. MAY USE NATIVE MATERIAL FOR LONGITUDINAL TRENCH BACKFILL
IF MATERIAL MEETS REQUIREMENTS OF SECTION 9-03.14(1).

Plotted by: Craig Dobyns on 12/16/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—01.4

APPROVED Cl NGINEER: DATE: r
rvon TYPICAL PIPE
éz'%/f'z 01/05/2021 | ABBURN TRENCH BACKFILL

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: 7-01.4
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TRANSVERSE

TRENCH
N

|

| ]

CURB & GUTTER,
EDGE OF PAVEMENT,
OR EDGE OF LANE

LINES SHALL
BE PG 64-22, H
TYP.

X
SURFACE SEAL
AT MATCH X ;\_

IF X IS LESS THAN 4’-07,
OVERLAY TO CURB LINE, GUTTER
LINE, LANE LINE, OR CENTER LINE.

— LONGITUDINAL

TRENCH

12" MIN. OUTSIDE SAWCUT
TO BE MADE AFTER TRENCH
IS BACKFILLED, TYP.

ans

| | TRENCH

EDGE OF LANE/ ' ' LIMITS

TYPE OF STREET Y LEGEND:

PRINCIPAL ARTERIAL 50’

MINOR ARTERIAL 40’

LOCAL 20’

GRIND & OVERLAY

(2" MIN. DEPTH, 4’ MIN. WIDTH) \\\\\\
ocor 0] | e e o

FULL DEPTH SAWCUT

Plotted by: Craig Dobyns on 12/09/20 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—02.3

NOTES:
1. ADDITIONAL RESTORATION OVERLAY MAY BE REQUIRED AS DIRECTED BY ENGINEER.
2. TRENCHES IN/ACROSS INTERSECTIONS SHALL BE RESTORED PER T—02A.
3. ASPHALT PAVEMENT SHALL MATCH EXISTING PAVEMENT THICKNESS AND GRADE,
OR PER DESIGN STANDARDS, WHICHEVER IS THICKER /STRONGER.
4. WHERE THE TRENCH CROSSES A CROSSWALK /PEDESTRIAN PATH AND THE TOTAL
RESTORATION WIDTH EQUALS OR EXCEEDS HALF THE PEDESTRIAN PATH LENGTH,
THE CONTRACTOR SHALL UPGRADE EXISTING CURB RAMPS THAT DO NOT MEET
CURRENT ADA STANDARDS OR INSTALL NEW CURB RAMPS IF NOT PRESENT.
APPROVE C NGINEER: DATE: r
oo EXISTING ROADWAY RESTORATION
‘jzfl 01/05/2021 AQBWURN OF UTILITY TRENCHES
PUBLIC WORKS DEPARTMENT STANDARD DETAIL. __ T-02.3
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PRV RN

N R LI WD S

CURB & GUTTER,
EDGE OF PAVEMENT,
OR EDGE OF LANE —__ _|

LANE
MARKINGS

INTERSECTION
LIMITS

!

|

| e

|

|

l

— LANE LINE
EXTENSIONS

TRENCH LEGEND:
TRENCH LIMITS :
RESTORATION GRIND & OVERLAY
LIMITS (2" MIN. DEPTH, 4’ MIN.
WIDTH)

FULL PAVEMENT DEPTH
REPLACEMENT (SEE STD. |
DTL. T—01) "

FULL DEPTH SAWCUT

NOTES:
1. ADDITIONAL RESTORATION OVERLAY MAY BE REQUIRED AS DIRECTED BY ENGINEER.

2. ASPHALT PAVEMENT SHALL MATCH EXISTING PAVEMENT THICKNESS AND GRADE, OR PER DESIGN
STANDARDS, WHICHEVER IS THICKER/STRONGER.

3. WHERE NO LANE MARKINGS EXIST, THE INTERSECTION SHALL BE BROKEN INTO FOUR QUADRANTS.

4. WHENEVER TRENCH RESTORATION LIMITS CROSS INTO LANE LINE EXTENSION SECTION(S) OR
QUADRANTS(S), GRIND AND OVERLAY RESTORATION LIMITS SHALL INCLUDE THE FULL EXTENT OF
EACH SECTION OR QUADRANT THE IMPROVEMENTS IMPACT.

5. WHERE THE TRENCH CROSSES A CROSSWALK/PEDESTRIAN PATH AND THE TOTAL RESTORATION
WIDTH EQUALS OR EXCEEDS HALF THE PEDESTRIAN PATH LENGTH, THE CONTRACTOR SHALL
UPGRADE EXISTING CURB RAMPS THAT DO NOT MEET CURRENT ADA STANDARDS OR INSTALL NEW
CURB RAMPS IF NOT PRESENT.

6. TRENCH BACKFILL SHALL CONFORM TO STD DETAIL T-01.

/|[APPROVED BY CITY ENGHPEER: # DATE: URUT % | EXISTING ROADWAY RESTORATION OF
¥ /- 4

& ool Hhour BURN | "UTILITY TRENCHES IN INTERSECTION

2/2¢/s

[PUBLIC WORKS DEPARTMENT ’ STANDARD DETAIL:  T—02A.1




RECYCLED PLASTIC

APPROVEDBY, CITY ENGINEER:

Y

TYPICAL
BOLLARD INSTALLATION

COMMUNITY PEVELOPMENT & PUBLIC WORKS DEPT.

OR TIMBER, SEE ., 1" CHAMFER,
NOTE 1 — 4 ALL SIDES, TYP.
/] i FOR PLASTIC POSTS USE 4”
b m WHITE REFLECTIVE TAPE, WOOD
DI//B x8 x4 T POSTS SHALL BE PAINTED
LO 2 ”
il b 4 1/8" THICK MIN. GALVANIZED
I ~ P STEEL TUBE OR ALUMINUM TUBE,
S 8"y’ —] INTERIOR SIDE DIMENSIONS ARE
y L1 A 1/4” GREATER THAN POST
? ? DIMENSIONS
AN AN s a L ‘b ANANNAN
| Ll IR I IR Y : S o
/\/\// :\/‘5 S'A D-' :l { . g
- uls Sl \\» - BT—500 LBS. (MIN.) TEST
REMOVABLE : S, 57N\ \ ¢ [  GALVANIZED CHAIN
BOLLARD N 2\ '\U K ANCHORED IN CONCRETE
N X ¥ D ¢
NOT TO SCALE > R >
CLASS 3000 S\ ) )
CONCRETE ——— % - U\ AT 6"Lx3/8” DIA. STEEL
_/\\\ A ROD, CHAIN ANCHOR
2" GALVANIZED PIPE — — T e,
1/2" GALVANIZED EYE
BOLT WITH WASHER AND
1" CHAMFER, 24" NUT. RECESSED NUT
y /ALL SIDES, TYP. AND PIN BOLT THREAD
i T — SECTION A—A
E T NOTES: NOT TO SCALE
d . 8'x8'x5'—6" 1 RECYCLED PLASTIC BOLLARDS SHALL BE WHITE.
oo [T RECYCLED TIMBER SHALL BE DOUGLAS FIR OF DENSE
g _FFI'RAABSETFLC OR CONSTRUCTION GRADE, AND SHALL BE PRESSURE
£ — et NOTE 1 TREATED WITH WEATHER BORNE PRESERVATIVE (ACA,
5 CCA, ACZA) IN ACCORDANCE WITH REQUIREMENTS OF
% SEC. 9-09.3(1) (GENERAL REQUIREMENTS) OF WSDOT
8 SYRY] BRSNS STANDARD SPECIFICATIONS AND CITY'S AMENDMENTS
2 g K THERETO. TOP 5” OF TIMBER SHALL BE PAINTED
® 2\\ § WHITE.
7 AR 2. GALVANIZED STEEL TUBE SHALL CONFORM TO ASTM
§ | 2 [—DIRECT BURIED A53 GRADE A.
\ P
£ K IN COMPACTED 5 NuTs, BOLTS, & WASHERS SHALL CONFORM TO ASTM
£ 2 2 NATIVE OR -y ’
] A 2 IMPORTED SOIL '
5 AR 4. ALL STEEL PARTS SHALL BE GALVANIZED.
g A 2
= //\ 77\'
. s 5. CEMENT CONCRETE SHALL BE CLASS 3000.
g 6. MINIMUM OF 5—0" 0.C. SPACING.
& FIXED BOLLARD
S NBT T0 SOALE 7. BOLLARD SHALL BE PLUMBED VERTICALLY IN ALL
: DIRECTIONS.
£ DATE:
2

STANDARD DETAIL: 1=03.2




13 g AV AW ET THD IVLRUWIL B \WHIDL MRV DU U WOLWRE LMD VR R MTIAT (1 G (WO R 8T T

’s

FUNCTIONAL INTERSECTION ,
BOUNDARY SEE DESIGN
STANDARD 10.04.03.2
|
, S~ STREET
RESIDENTIAL: 10" MIN. | CENTERLINE
COMM’L /INDUSTRIAL: 50" MIN. (TYP)
%_ _ | _ _ _ _ <
l N
| — PC/PT CURB
| RETURN
|
|
| |
A ‘ FACE
P OF CURB
L/m BACK OF
SIDEWALK

RESIDENTIAL: 5" MIN. ‘
COMM’L/INDUSTRIAL: 25" MIN.

RESIDENTIAL: 11" MIN., 18" MAX.

COMM’'L/INDUSTRIAL: SEE
DESIGN STANDARD 10.04.3.5

NOTES:

1. DRIVEWAY WIDTHS AND LOCATIONS SHALL BE IN ACCORDANCE WITH
SECTION 10.04 OF THE DESIGN STANDARDS.

DRIVEWAY TO BE CONSTRUCTED PER STANDARD DETAIL T-34 OR T-35.

3. RESIDENTIAL DRIVEWAYS SERVING 2 OR MORE LIVING UNITS SHALL BE
LIGHT COMMERCIAL/INDUSTRIAL DRIVEWAYS.

APPROVED BY CITY [Z DATE: ' CETY 6 U - DRIVEWAY WIDTHS
iz N(//(/z/;/ // /Z/JZ://‘;’ e RHINGTON AND LOCATION

‘[PUBLIC_WORKS DFPARTMENT ' STANDARD DETAIL: ~ T—04.4




12" (TYP. EA. SIDE)

JUNCTION BOX LID &
NEW CONC. COLLAR
SHALL BE FLUSH

W/ FINISH GRADE

PATCH

Z MG TR 6” MIN. CLASS
Srr B 4000 CEMENT
P> A CONC.
FRIRRITE
NOTE 4

JUNCTION BOX IN UNIMPROVED

OR PARTIAL ASPHALT AREA
NOT TO SCALE

VALVE BOX & LID
SHALL BE FLUSH

W/ EXIST. GRADE

121!
NOTE 2

TYP.

] ??"V_ 22
K '\,’/-'-".»
6" MIN. 1/2"

NOTE 2 ' '
6” MIN. HMA,X \
1/2" PAVEMENT — > == %

6’ DIA. OR
6" SQUARE

NOTE 4 - ¥ i

EXISTING A.C.
PAVEMENT

MANHOLE (OR CB) IN ASPHALT AREA
NOT TO SCALE

6” MIN. CLASS ,
4000 CEMENT , 6 DIA. ,
CONC.

EXISTING
GRADE

IOR 6’SQUARE‘

!

A -
pe

WIS
2
2

MANHOLE OR CATCH BASIN

IN_ UNIMPROVED AREA
NOT TO SCALE

FOG TITE VALVE POST
MARKER, 60# SEE NOTE 3
/

12"
TYP.| 1

1. ADJUSTMENT OF SANITARY SEWER AND 3.
STORM STRUCTURES SHALL BE PER SECTION

7—-05.3(1). ADJUSTMENT OF WATER UTILITY 4
STRUCTURES SHALL BE PER SECTION '

7-12.3(2).

2. SURFACE SEAL AT MATCHLINE SHALL BE 5
CSS—1 OR CSS—1H EMULSIFIED ASPHALT OR :

PAVEMENT f
PATCH VALVE BOX_IN
ASPHALT AREA
NOT TO SCALE

6" MIN. CLASS

4000 CEMENT

CONCRETE

NOTE 4
NOTES:

VALVE BOX, LID,
& CONC. COLLAR
SHALL BE FLUSH

W/ FINISH GRADE

VALVE BOX IN UNIMPROVED AREA

NOT TO SCALE

VALVE IN UNIMPROVED AREAS SHALL HAVE
A VALVE POST MARKER.

FILL ANY VOIDS OR DISTURBED AREAS

BELOW 6" WITH QUICK SETTING CEMENT
CONCRETE, DEPTH AS REQUIRED.

RISER RING HEIGHT 2" MIN. 25" MAX. ANY

ADJUSTMENT OVER 18" REQUIRES A HAND
HOLD.

Plotted by: Craig Dobyns on 2/15/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—05.2

BY CITY ENGINEER:

+
ﬁggﬁgﬁﬁiﬁf
- WASHINGTON

ADJUSTMENT OF NEW AND EXISTING
UTILITY STRUCTURES TO FINISH GRADE

DEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL: T=05.2




5'—-0" WIDE
x 8—0" HIGH
PEDESTRIAN
CLEARANCE

5’_0”

SIDEWALK \2

’._ ____
4

)

2

L_/\12 GA. WIRE, TWIST TO
TIGHTEN, INSERT 1/2"
DIA. RUBBER HOSE AS
PADDING

3/4" ¢ BRACING STAKE,

Qj_(z) PER TREE, (1) PER

i TREE IF UNDER 7° TALL

TOP DRESSING PER
SPECIFICATIONS

A NN ‘\'.\:‘\': D RO DS
/‘Z\\'-‘:.\"\ '-\\-. }';\< CURB &
%.\\I,\'\‘ \ ‘\ < GUTTER
BN NS
2 6”—1 2’1 _ / \:\ .\"
TIE 1 é‘:\.\'i& S\ CUT BURLAP FROM
b ’7:\;-‘ - MRS TOP 1/3 OF ROOT BALL
\'\'
%/ PLANTING MIX PER
1 SPECIFICATIONS
Y
RECOMPACTED ROOT CONTROL
NATIVE SOIL BARRIER, SEE NOTE 6

NOTES:
PLANT TREES 17 HIGHER THAN GROWN IN NURSERY.

RN

2. TREE PIT SHALL NOT BE LESS THAN 2 TIMES THE ROOT BALL DIAMETER.

5. STREET TREES SHALL NOT BE PLACED WITHIN SIGHT DISTANCE TRIANGLE.

4. TOP DRESSING SHALL BE PER SECTION 10—09 OF THE DESIGN STANDARDS OR AS
SHOWN ON THE CONTRACT PLANS.

5. STREET TREES SHALL BE SELECTED FROM THE CITY APPROVED LIST OF STREET TREES.

6. INSTALL A MINIMUM 18" TO 24" DEEP ROOT CONTROL BARRIER AT GRADE TO AT LEAST

6 INCHES BELOW THE ROOT BALL.

Plotted by: Craig Dobyns on 12/16/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—-T—06.3

APPROVED.BY CITy/ENGINEER: DATE: —
éZ' e/n} 01/05/2021 | AUBURN

STREET TREE

IN LANDSCAPE STRIP

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL:

7-06.3
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dard Detalis\Approved Drawing Flles (dwg)\Traffic\STDETL—T—07.1

tion: M:\Construction St

N.D.C.B.U.

"‘ TYP.
E— S = T
. s > —231/4"
s ] )
A > iy ‘ " : ‘> g ‘
) N ) 5
| | {
6— 12 3747 k
FACE OF BARRIER
CURB & GUTTER
PLAN VIEW
80" P N.D.C.B.U., CUTLER
- MODEL CB-12 OR
5_Q" APPROVED EQUIVALENT
12 3/4" ——faf e - i
, 23
23 1/4
3/8" x FULL o
DEPTH < oy
6" —=—11=—1 EXPANSION © —1-6
— A= - . JOINT L.‘;\“. T
llv N" T (?"._. n
" i\ANCHOR BOLT PATTERN |
PER N.D.C.B.U. PEDESTAL
TEMPLATE — FOUNDATION
& POST PER STANDARD
SIDE VIEW DETAILS T—08. & T-09 FRONT VIEW
NOTE:
MAILBOX LOCATIONS SHALL BE
COORDINATED WITH THE SERVING
POST OFFICE AND APPROVED BY
THE CITY OF AUBURN.
RRFROYED, & LEIT ERCINEER; 2P TE firion URTW/FJ NEIGHBORHOOD DELIVERY & COLLECTION
/ WL7 5/5/ Sl A  nsow | BOX UNIT (N.D.C.B.U.) INSTALLATION

Plotted by: Crolg Dobyns on 7/13/2016 Flle |

COMMIINITY Q,E)/ELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: -07.1




Plotted by: Viad Rubashka on 1/18/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—08.2

TEMPLATE TO INSURE EXACT
ALIGNMENT

| \/\CHAMFER EDGES FACING
LANDSCAPED AREAS. MATCH
T e GRADE W/ ADJOINING SURFACES
meAR IN PAVED AREAS

4 MINA
MIN |
I ; PLACE 4—1/2" @ ANCHOR
[——————— I BOLTS. USE N.D.C.B.U.
| |
~ | . | -)
S| o2 L1 08
- —|= | L | =
l | | |
+ | ] *
A I A \
y '
COLLECTION

BOX PEDESTAL

SLOPE SURFACE 1/4" PER

FOOT (ALL SIDES) FOR
DRAINAGE & BROOM FINISH

MATCH EXIST. GRADE
IN PAVED AREAS

it

PAVEMENT

FIRM UNDISTURBED SOIL
OR WELL COMPACTED FILL

4-1/2" ¢ x 12" GROUT
ANCHOR BOLTS
3" CLR. TYP.
Dz ] _ Tk EXISTING
o i e
‘
#4 REBAR @ — 1 4” MIN CSTC
14" 0.C. MAX. KK
EA. WAY
EXCAVATION
LIMITS .
LANDSCAPED PAVED
B AREA AREA
CONDITION CONDITION
NOTES: SECTION A—A

1. CONCRETE SHALL HAVE A COMPRESSIVE STREN

GTH OF 3000 PSI AT 28

DAYS, CONTAIN 4% MIN. TO 6% MAX. AIR ENTRAINMENT AND BE PLACED
WITH A 3—-1/2" TO 4-1/2" SLUMP IN ACCORDANCE WITH ACI 301.

2. REINFORCING STEEL SHALL CONFORM TO ASTM

AB15, GRADE 40.

3. ANCHOR BOLTS SHALL CONFORM TO ASTM A307, GALVANIZED CARBON
STEEL OR ASTM A193, B8M (316) STAINLESS STEEL.

4. GROUT SHALL BE NON—SHRINK, NON—METALLIC.

APPROVED BY CITY ENGINEER: DATE: %
/4 M 2/20/24/,? /J -{j‘ WASHINGTON

NEIGHBORHOOD DELIVERY & COLLECTION
BOX UNIT (N.D.C.B.U.) SINGLE UNIT

COMMUNITY DEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL: T-08.2




ARRANGE IN GROUPS SO THAT OVERALL

B DIMENSION OF BASE DOES NOT EXCEED 16'—0” B
PLACE 4—1/2” DIA.
| | A IANCHOR BOLTS. USE
. , TEMPLATE TO INSURE
- NDCBU - | | EXACT ALIGNMENT
71— === ]
| | | | | -
IS IS | AN P D I O S N Y P~
I R R
| ' |l ! | | |
L e ‘
| | CHAMFER EDGES FACING
. LANDSCAPED AREAS.
| MATCH GRADE W/
o | A o ADJOINING SURFACES
_2-0" | L e L | 2-0 IN PAVED AREAS
MIN. CONCRETE BASE MIN.
COLLECTION PLAN. VIEW
BOX PEDESTAL )
GROUT SLOPE SURFACE 1/4” PER

4-1/2" DIA. X 12"
ANCHOR BOLTS

FOOT, ALL SIDES FOR
DRAINAGE W/ BROOM FINISH

MATCH EXIST. GRADE
/\IN PAVED AREAS
| i —

SR Z/EXISTING

2o PAVEMENT

14" 0.C. MAX.
EA. WAY

EXCAVATION FIRM UNDISTURBED SOIL
LANDSCAPED PAVED
LIMITS AREA AREA OR WELL COMPACTED FILL
CONDITION CONDITION
NOTES: SECTION A—A

1. CONCRETE BASE DIMENSION "L” IS THE WIDTH OF NDCBU PLUS 2”. FOUNDATION CAN BE
EXTENDED BY LENGTH "L” TO ACCOMODATE ADDITIONAL UNITS.

2. CONCRETE SHALL HAVE A COMPRESSIVE STRENGTH OF 3000 PSI AT 28 DAYS, CONTAIN 4%
MIN. TO 6% MAX. AIR ENTRAINMENT AND BE PLACED W/ A 3 1/2" TO 4 1/2” SLUMP IN
ACCORDANCE W/ ACI 301.

3. REINFORCING STALL SHALL CONFORM TO ASTM A615, GRADE 40.

ANCHOR BOLTS SHALL CONFORM TO ASTM A307, GALVANIZED CARBON STEEL OR ASTM
A193, B8M (316) STAINLESS STEEL.

APPRDYER BY CITY ENGINEER! il ﬁﬁ NEIGHBORHOOD DELIVERY & COLLECTION
/ \LREF
j/( I 4 D o /foF AUBURN | 'Box UNIT (N.D.C.B.U.) MULTIPLE UNITS

Piotted by: Viad Rubashka on 1/18/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—08.2

COMMUNITY DEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL:  T—09.2
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DATE:
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Dobyne on 8/12/2016 File location: M\Construstion Stonderd Datuile\Approvad Drawing Filee {dwg)\Troffic\STDETL-T—-12.1

80’

SEE NOTE 1

TYPE 2YY
RPM, TYP.

4" J—

. 7 <= TRAVEL DIRECTION

X
i o— KTRA\/EL DIRECTION
4” DOUBLE YELLOW

PAINT CENTER LINE

PLAN
DOUBLE CENTERLINE

NOTES:
1. RAISED PAVEMENT MARKERS SHALL BE SPACED AT 80" (FT.)

EN[INE

INTERVALS ON TANGENTS

AND ON HORIZONTAL CURVES W/ A RADIUS OF 1500° (FT.) OR MORE, AND 40" (FT.)
INTERVALS ON HORIZONTAL CURVES HAVING RADII OF LESS THAN 1500" (FT.).

Crai

Plotted by

APPROVED_BY CITY ENGINEER: <2/ DATE: Am R1<I
V7 € K /e 74{/’/!) 744 ,af’//"..,pla\,\}s]nlNGTON

DOUBLE CENTERLINE WITH
RAISED PAVEMENT MARKERS

COMMUNITY FEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL: =121




WESTERN GROOVER
SCORE 10" 0.C. MAX.

R.O.W. LIMITS FULL DEPTH EXPANSION
JOINT WITH PRE—MOLDED
= B JOINT FILLER 10’ 0.C.

3" WIDE
EDGER FINISH

R.O.W. LIMITS
CURB & GUTTER <= ] - =|
LANDSCAPE ,
STRIP OR SWALE ' 4" THICK
PAVEMENT/\ (SEE NOTE 5) CONC. SLAB

SECTION A—A 2" CSTC
NOT TO SCALE
COMPACTED SUITABLE
BASE MATERIAL PER
* SIDEWALK AND LANDSCAPE NOTE 1
WIDTHS SHALL BE PER
STREET CLASSIFICATION.

NOTES:

1. PLACE CEMENT CONCRETE ON COMPACTED SUITABLE BASE, AS PER SPECIFICATION SECTION 2-06.3
AND AS APPROVED BY THE ENGINEER.

2. CEMENT CONCRETE SHALL BE CLASS 3000 PER SPECIFICATION SECTION 6-—02.3 WITH 5% AIR
ENTRAINMENT.

INSPECTION REQUIRED FOR FORM AND SUB GRADE APPROVAL BEFORE POURING CONCRETE.

MATCH JOINTS ON SIDEWALK WITH JOINTS ON CURB OR AT 10" O.C.

S. LANDSCAPE STRIP SHALL GENERALLY BE GRADED TOWARDS THE CURB AT 1.5%. OTHER GRADES MAY
BE ALLOWED WHERE IT CAN BE DEMONSTRATED TO NOT CAUSE DRAINAGE OR MAINTENANCE ISSUES.

Plotted by: Craig Dobyns on 2/2/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—13.2

WASHINGTON

APPROVED ,BY CITY E%EER ‘ DATE: % CEMENT CONCRETE SIDEWALK

¢%/( ¥ Z/ZQ/Zg/JJ A{j" WITH LANDSCAPE STRIP

COMMUINITY” PEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: T—13.2
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WESTERN GROOVER

7 30N, :
4 SCORE 10’ 0.C. MAX.
e
3/8" To | ﬁ < FULL DEPTH EXPANSION
0" RADIUS \ —L ==l JOINT WITH PREMOLDED
/ i ) Sy JOINT FILLER 10" O.C.
~ZE3/167 3/8” TO 1/2" RADIUS

R.O.W. LINE’j

3" WIDE
SMOOTH—TROWELED
PERIMETER WITH 3/8"
TO 1/2” RADIUS

SEE CONTRACT
PLANS FOR
SIDEWALK WIDTH

R.O.W. LINE
SEE_CONTRACT PLANst/

|

3/8" PREMOLDED
JOINT FILLER FULL

FOR SIDEWALK WIDTH ‘
DEPTH

1.5% MAX

S wy:, X I\ ,ii ui;;f,z‘wr‘i{té*i);f‘ﬂ
/ N REERE P2 X7
NN

»

— e —

CURB & GUTTER-—/

f«"i\f\\
18" —=]

THICKENED EDGE TO
FULL DEPTH OF CURB

2" CRUSHED SURFACING
TOP COURSE

COMPACTED SUITABLE
BASE MATERIAL SEE

NOTE 1
SECTION A—A

NOT TO SCALE

NOTES:

1. PLACE CEMENT CONCRETE ON COMPACTED SUITABLE BASE, AS PER
SPECIFICATION SECTION 2-06.3 AND AS APPROVED BY THE ENGINEER.

CEMENT CONCRETE SHALL BE CLASS 3000 PER SPECIFICATION SECTION
6—102.3.

INSPECTION REQUIRED FOR FORM AND SUB GRADE APPROVAL BEFORE
POURING CONCRETE.

MATCH EXPANSION JOINTS ON SIDEWALK WITH EXPANSION JOINTS ON
CURB OR AT 10" O.C.

APPROVED BY CITY ENGINEER: DATE: amvor CEMENT CONCRETE SIDEWALK
/ ARTTD-
/] Calo g/ 20ll AUBURN WITHOUT LANDSCAPE STRIP

Plotted by: Croig Dobyns on B/1/2016 File location: M:\Construction Standard Details\Approved Drawing Files (dwg)\Traffic\STDETL-T—15.1

COMMUNITY /DEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: 1—15.1
A
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SIDEWALK
(VARIES)**

2'—»

CONCRETE

POLE

FOUNDATION, SEE

) STD. DETAI

‘ OR T-29

|

.

STD

1

L T-19,

J—BOX PER

. DETAIL

=20

- 1 2’!
'_ o 1 2”
- TYP.

%
™~ s

12”

Y -

o« [ No
- |4

POLE BASE —/

PLATE

PAD DE

TAIL

& GUTTER
CONCRETE

TRAFFIC CURB

CONDUIT, SEE

POLE

FOUNDATION (TYP.)

STD. DETAIL T—-23

% SET BACK EDGE
OF POLE BASE
PLATE AT FRONT
EDGE OF SIDEWALK

| — LANDSCAPE STRIP,
(VARIES)

SIDEWALK /TRAIL,
( (VARIES) *

<—']2"

LANDSCAPE STRIP,

Plotted by: Craig Dobyns on 12/09/20 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—18.3

SIDEWALK (VARIES)
(VARIES )% *% SET BACK OF CONCRETE
FOUNDATION AT BACK SIDEWALK /TRAIL,
= - EDGE OF SIDEWALK ((VARIES)*
4” THICK CONCRETE PAD
".‘.:',.‘. a4t /'./_ \:\iw w\\ q;‘t
e T 38 B N T
e ST JOINT AN v
J—BOX B j=t—""1}: L N T J-BOX
I eff] —————CONCRETE POLE ———_ []|, kK
*okok L_ R TN i FOUNDATION o
A ] 4\ :,4 4. ;Iz.w rall L&Y {&A\
PRSI AR | ; M R i .
ol I T~————TRAFFIC CURB——— v S o -3/8" EXP.
e T & GUTTER e 7Tl JOINT
- o | RIS I £
O ~ ”
/\ >
CONDUIT, SEE @< L O = *x%* J—BOX SHALL BE LOCATED
STD DETAIL T—23 = o ON THE OPPOSITE SIDE OF
p THE LUMINAIRE FROM
ONCOMING TRAFFIC
APPROVED Cl NGINEER: DATE: ; ~
LUMINAIRE AND CONDUIT
4?"%4‘2 01/05/2021 | AUBURN LAYOUT DETAIL

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: 7-18.3
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DETAIL

POWER SERVICE CABINET
STANDARD DETAIL:

’ WASHINGTON

!(‘,ITV OF

DATE:
01/05/2021

APPROVED Cy' NGINEER:
B eo ¢/h/~

PUBLIC WORKS DEPARTMENT

1-21.3
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SERVICE CABINET
6" 6
N \ [ 7 cABINET

BASE 6 BBS DOOR
2” DIA. PVC, +2 — 6"
SCH. 40 TO . . _

EACH CORNER

POWER SOURCE-’—\ B
9 » 1 E-F ;7 > [ i :':‘... L o
28”"x20"x9 <l Sgr=H X 2" 2R
CONCRETE_/\-." I i CLR Ol *
PEDESTAL KT i.‘--:
#4 REBAR @*/' \ : e
T
/ - ® .
e \1/2” ¢ PLASTIC

> DRAIN HOLE
' |
POWER SERVICE ”
CABINET & " SPARE
STREET CONDUIT
ANCHOR BOLTS & IREE
SPACING PER CABINET § (2)— 44 REBAR
MANUFACTURER N ()44
1L =)
1” 7O 27 .ﬂ,ﬂ =1 : §
i 3
R e S e Bty 1AL B! ST
1_1/2” SPARE \\\\\:::::4:,;/, N mg

1/2" @ PLASTIC
DRAIN HOLE

SEE TRAFFIC SIGNAL PLAN FOR
NUMBER & SIZE OF CONDUITS

CONDUIT ‘);
2” CONDUIT

NOTES:

FOUNDATION SHALL BE CONSTRUCTED WITH CLASS 3000 CONCRETE WITH 3/4”
CHAMFERED EDGE ON THE LOWER PAD.

Plotted by: Craig Dobyns on 12/09/20 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T-22.3

2. CONDUITS SHALL BE EXTENDED NO MORE THAN 2" ABOVE CONCRETE SURFACE,
ALIGNED, AND CENTERED ON CABINET.

3. CABINET POWER CONDUIT SHALL BE ON THE RIGHT SIDE WHEN FACING FRONT OF
CABINET.

4. 2" DIA. SPARE CONDUIT SHALL BE INSTALLED AND RUN INTO THE JUNCTION BOX.

5. ENDS OF 1/2” DIA. DRAIN POLY TUBING SHALL BE CUT FLUSHED WITH CONCRETE
SURFACE.

6. 1-1/2" DIA. SPARE CONDUIT SHALL BE INSTALLED AND RUN INTO SERVICE
CABINET.

7. JOINT BETWEEN CABINET AND FOUNDATION SHALL BE SEALED USING A CLEAR
WATERPROOF ADHESIVE CAULK.

APPROVED Cl NGINEER: DATE: ; —
) I — TRAFFIC SIGNAL CONTROLLER
éz‘%/g_ 01052021 | AUBURN & FOUNDATION DETAIL

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: 1-22.3
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BACKFILL WITH NATIVE
MATERIAL OR AS DIRECTED
BY THE ENGINEER

) .4 . 4 . . .
L, . a4 g .
N //////,"/‘4/(/24//‘/{44///‘/,////////////////// 20000
IS YL YDA ;

//!A‘ .vﬁ‘*ove; =z
' I

COVER

NI LGN

gﬁjﬁ -—2" SAND BEDDING

Y
3
X
S
\l

LUMINAIRE CONDUIT, 2"
SCH. 40 PVC MINIMUM

TELECOMMUNICATION CONDUIT,
3"¢ SCH. 40 PVC W/ TRACER WIRE

#12 LOCATE WIRE

NOTES:

1. PULL STRING SHALL BE INSTALLED IN ALL SPARE CONDUIT.

2. SEE STD. DETAIL T—18 FOR CONDUIT PLACEMENT.

Plotted by: Craig Dobyns on 12/30/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—23.3

APPROVED Cl NGINEER: DATE: r
. r TELECOMMUNICATION AND
%‘%/fz 01/05/2021 | AUBURN | LUMINAIRE ELECTRICAL TRENCH

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: 1-23.3
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(2) TAMPER PROOF
DRIVE RIVETS OR
EQUAL AT 90° FROM

EACH OTHER ™7 SIGN POST
” ol 13/4" sq.
10" ¢ SONO TUBE R —
OR 3/8" EXP. o SIDEWALK OR
,JMODHF\)JJ C',TT,%IBEWALK N ‘ LANDSCAPE STRIP
—/ o} AN
RN Y S |
X: ‘ ‘% a9 9] '<1' A d‘\" ~:’ K{h a X
SEUTS N
oy R
R &
. /5/\\/ \\z‘

18" LONG SLEEVE
2—1/4" SQ.

24" MIN

24" LONG ANCHOR
2" sQ.

SEE NOTE 4

NOTES:

1. ALL TUBING MATERIAL SHALL BE “UNISTRUT TELESPAR™ TYPE GALVANIZED STEEL
(ASTM A570 GRADE 33) OR ENGINEER APPROVED EQUIVALENT.

2. SIDEWALKS AND PAVED AREAS SHALL BE CORE DRILLED BEFORE SIGN
INSTALLATION.

3. SIGNS SHALL HAVE A MIN. HEIGHT OF 7 FT. FROM THE LOWER EDGE OF THE SIGN
TO SIDEWALK GRADE, AND A 2 FT. LATERAL OFFSET FROM THE FACE OF CURB TO
THE NEAR EDGE OF SIGN. SIGN LOCATION SHALL BE AS SHOWN ON PLANS AND
PER MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (M.U.T.C.D).

4. WRAP ANCHOR TUBING WITH TAPE BEFORE PLACING IN CONCRETE.
5. DEMONSTRATE SIGN POST IS REMOVABLE BEFORE RIVETING.

APPROVED BY CITY ENGINEER: DATE: amvor 2 TYPICAL SIGN POST
j/ % 2 /Za/éd/g&é‘gﬁwm INSTALLATION

Piotted by: Craig Dobyns on 2/2/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—24.2

COMMUNITYCDEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: T—24.2
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Plotted by: Viad Rubashka on 1/10/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—26.2

" 3" MIN.
STREET NAME STANDARD ., < C SERIES
_1_1/2 LETTER - BOTH ENDS
NAME ABBREVIATION TYP.
AVENUE Ave 4_1/2" LOWER
BOULEVARD Bivd 1Y CASE LETTER—7 /NO BORDER
COURT Ct — 4
1 R=1-1/2", TYP.
DRIVE Dr } SE 320 th 14OOT> \j /
LANE Ln ‘
or T 7 ¢ semEs |- ONE amrow 10 e
PARKWAY Pkwy 5" B SERIES LEHER (BLOCK INCREASING DIRECTION
PLACE PI LETTER NUMBERS) SEE NOTE 4 '
ROAD Rd PUBLIC ROAD SIGN
SRET T oo 4—1/2" LOWER 3" MIN. SIGN
SOUTHEAST J CASE LETTER BOTH ENDS < LOCATION
WAY ay
NO BORDER 3" C SERIES ,7= _+_
l LETTER
‘ — 1" T—INTE
; - —INTERSECTION
FLAT BLANK = 1 d
N © JaCk dl Jl” PRIVATE
I/ \\\ \ ”
an Le B SERIES Lz” c
1% I TS UPPER CAS
A H%Z (ETTER . SERES
"yl ' R=1-1/2", Typ,  ETTER <
- PRIVATE ROAD SIGN STANDARD
INTERSECTION
NOTE 5 EXAMPLES:
Howard Rd 5. | | Auburn Way Y.
124" Ave SEL||M St $E Y SIGN LOCATION,
NORTH VIEW EAST VIEW SFE NOTE B
H St th
W Main = || 37" St ‘- [Howard Rd 3. [Auburn Way ™. SIGN PLACEMENT
y SIGN PLACEMENT
NOTES SOUTH VIEW WEST VIEW

1. NAME PLATE SHALL BE 9" WIDE X VARIABLE LENGTH OF
FLAT BLANK, 0.080 GAUGE ALUMINUM, TREATED WITH
ALODINE 1200 CONVERSION COATING, ZUMAR OR APPROVED
EQUIVALENT.

PRIVATE TRACT SIGNS:

BLUE BACKGROUND,

APPROVED BY CIT%GINEER

2. BACKGROUND FOR PUBLIC ROAD STREET NAME SIGNS v
SHALL BE GREEN COLOR, ENGINEERING GRADE REFLECTIVE o ( —"—Fr G SF,’S,LV@TTEANT[T:RCJS
SHEETING. .
== DIMENSION |  INC
3. BACKGROUND FOR PRIVATE ROAD STREET NAME SIGNS ~aaar [ adss 440 EZ—E HES
SHALL BE BLUE COLOR, ENGINEERING GRADE REFLECTIVE ‘ —F U A VARIES
SHEETING. I raonew ] 11,/2" 5 =
4. ALL LETTERING FOR STREET NAME SIGNS SHALL BE WHITE K c 6
COLOR, REFLECTIVE HIGH INTENSITY GRADE SHEETING. o == —F g - -
5. POST INSTALLATION SHALL CONFORM TO REQUIREMENTS eV s i_J L
SET BY STANDARD DETAIL T—24. - 4458 48 = —f E 2
oy, S o
6. HARDWARE SHALL BE ZUMAR STYLE 850 LONG OR I~ Facnes _ | ) F 11/4
APPROVED EQUIVALENT. 2 E 11/2 & 112
7. MOUNTING HEIGHT SHALL BE 8'—0". o R 3
WHEN AN INTERSECTION IS STOP SIGN CONTROLLED, THE d r
STREET NAME SIGN SHALL BE PLACED ON THE SAME POST 58 2498 g
AND ABOVE THE STOP SIGN. _~ 4478 4491 ==
9. ENGINEER APPROVAL OF SIGN PROOF(S) SHALL BE I FACING N _1 L1 1/2"
REQUIRED BEFORE FABRICATION. R
DATE: cor POST MOUNTED, STREET

oolaz|

ﬁm
AN
o5 WASHINGTON

NAME SIGN DETAIL

ch{JN,lWDEVELOPMENT & 'PUBLIC WORKS DEPT.

STANDARD DETAIL: 1—26.2




EXIST. ASPHALT

©

©,
®
®
®
®

@

12"
@ VP - CONCRETE PAVEMENT
EXIST. CEMENT
TYP. CONCRETE
PAVEMENT
= DTN NS S S
CENTERED o_/_ T b e e e % Tt R
EXIST SLAB NEAOONANANANIANNY N ., \/\ ANV N N\
10°_1 R TYP
EXISTING 1/2 MIN- R
CONSTRUCTION LENGTH %
JOINT ’\$@ EXCAVATION FOR
VARIES, ¢ Q UTILITY TRENCHES
18" TO ¢ Q (WHERE APPLICABLE)
32" LONG 2
AONVINYINYINYINION
NOTES:

FOR TRANSVERSE JOINTS CONSTRUCTION, THE DOWEL BARS SHALL BE 1 1/2" DIA.
x 18" LONG AND INSTALLED AT 12" ON CENTER. FOR LONGITUDINAL JOINTS
CONSTRUCTION, TIE BARS SHALL BE #5 x 32" LONG AND INSTALLED AT 36” ON
CENTER. DRILL HOLES TO EXISTING ADJACENT CONCRETE PANELS AND PARALLEL
TO EXISTING GRADE. HOLES SHALL BE BLOWN CLEAN WITH COMPRESSED AIR PRIOR
TO APPLYING EPOXY RESIN INTO THE HOLES. THEN INSERT EPOXY RESIN COATED
BARS IN THE HOLES SUCH THAT THE BACK OF THE HOLES ARE FILLED FIRST.

APPLY HOT POURED ELASTIC TYPE SEALANT TO ENTIRE EDGE AND FULL DEPTH OF
THE JOINTS BEFORE PAVING.

APPLY SURFACE SEAL WITH ASPHALT CEMENT AR—4000 AT MATCHLINES.

WHERE REPLACEMENT OF EXISTING ASPHALT CONCRETE PAVEMENT IS REQUIRED,
APPLY NEW HMA CL. 1/2" TO MATCH EXISTING THICKNESS.

MATCH THICKNESS OF EXISTING CEMENT CONCRETE PAVEMENT, BUT IN NO CASE
SHALL IT BE LESS THAN 10". CEMENT CONCRETE SHALL BE CL. 4000 WITH 5% AIR
ENTRAINMENT. TRAFFIC SHALL BE KEPT OFF NEW PAVEMENT FOR 7 DAYS OR UNTIL
DESIGN STRENGTH IS ACHIEVED, WHICHEVER COMES FIRST.

WHENEVER A REMAINING CONCRETE PANEL IS 3" WIDE OR LESS IN ANY DIRECTION
FROM EXISTING CONSTRUCTION JOINT TO NEW CONSTRUCTION JOINT, IT SHALL BE
REMOVED AND REPLACED AS PART OF THE NEW PANEL.

BEDDING/BACKFILL SHALL BE PER STANDARD DETAIL T—O01.

Piotted by: Cralg Dobyns on 7/13/2016 File location: M:\Construction Standard Detalls\Approved Drawing Files (dwg)\Troffic\STDETL-T—27.1

BY CITY ENGINEER: DATE: TV OF, Lt

A &b 815 /21| AEEERN

REPAIR OF EXISTING CEMENT
CONCRETE PANEL IN ROADWAY

APPROV]
%H

NITY DEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL: T=27.1




i :ZOLE TOP WITH

17"
TYP.

20" NOMINAL POLE HEIGHT

14'—0" LUMINAIRE MOUNT HEIGHT

11’—=0" TO CENTER OF FLOWER BASKET SUPPORT ARM

17" DIA

| |

‘

TYP.

24"
TYP.

a
¥}
®

3 7—-PIN PCR7
‘ RECEPTACLE W/
VANTAGEPOINT
18” WIRELESS
™. CONTROL MODULE

ORIENTATION LOCATIONS:
¢ LUMINAIRES SHALL BE MOUNTED AT 90°
AND 270°

e BANNER SUPPORT ARMS SHALL BE
MOUNTED AT 0O°

e FLOWER BASKET SUPPORT ARMS SHALL BE
MOUNTED AT 90° & 270°

e RECEPTACLES SHALL BE MOUNTED AT 180°
e HANDHOLES SHALL BE MOUNTED AT 90°

e STREET NAME SIGNS SHALL BE MOUNTED
AT 0° & 90°

e STOP SIGN SHALL BE MOUNTED AT 270°

DIRECTION )
O—»F TRAFFIC 0 ROADWAY
SIDEWALK

270" — ﬁ ﬁ — 90

180°

(2) 17" DIA. ERA BELL, 5200K LED
ROTATABLE OPTICAL SYSTEM W/
LABEL TO SHOW ORIENTATION OF
LIGHT PATTERN, FLAT LENS
LUMINAIRE BY KIM LIGHTING OR
APPROVED EQ.

t—’(2) 3/8"

EYE BOLTS

—

(2) BP1-5-24—A—P/D1 CLAMP
STYLE FLOWER BASKET 100 LB.
SUPPORT ARMS BY CYCLONE
LIGHTING OR APPROVED EQ.

KRS20-5120 5” SMOOTH ROUND
STRAIGHT STEEL 11 GA. POLE
BY KIM LIGHTING OR APPROVED
EQ.

APPLY BLACK SILICONE
SEALANT AT INSTALLATION

HANDHOLE, MOUNTED 90°

HBC1—-5 DECORATIVE ALUMINUM
CLAMSHELL BASE COVER BY
KIM LIGHTING OR APPROVED EQ.

FOR FOUNDATION
INSTALLATION, SEE
STD. DETAIL T—28B

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—28.3

APPROVED Cy' NG|NEER
4(0 e %

DATE:
01/05/2021

WASHINGTON

AUBURN

DOWNTOWN PEDESTRIAN
POLE MOUNT LIGHTING STANDARD

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: 1-28.3
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28BA.3

ig Dobyns on

a

Y

(RECEPTACLE WIRING \
& FLEXIBLE CONDUIT

NOT SHOWN)

WELDED

BUSHING FOR RACEWAY
SHALL BE PROVIDED BY

MANUFACTURER

FACTORY
CONDUCTORS

CAST ALUMINUM

RECEPTACLE W/~ ’ /\
(2)-#12

FRAME |

“ (RECEPTACLE)
A

LUMINAIRE WIRING

NOT TO SCALE

POLE AND

BRACKET W|RE—\
mll

FOR ILLUMINATION QUICK
DISCONNECT DETAILS, SEE
STD. DETAIL T-20

GROUND LUG

A
\

BARE COPPER

STRANDED
GROUND (#8)

COVER ﬂ
WEATHERPROOF

"IN-USE” N
BUBBLE COVER

LOCKABLE DIE
CAST NEMA 3R
WEATHERPROOF

RECEPTACLE, FOR LOCATION,
SEE STD. DETAIL T—28

\ HOSPITAL GRADE

WR DUPLEX GFl,
RECEPTACLE 20
AMP, 120V

POLE RECEPTACLE
NOT TO SCALE

H RECEPTACLE QUICK
DISCONNECT, SEC MODEL
1791, OR APPROVED
EQUIVALENT

HANDHOLE, SEE STD.
DETAIL T-20

(2)-#8 OR #10

RECEPTACLE QUICK
DISCONNECT, SEC MODEL
1791-DP (DOUBLE PIN),
OR APPROVED EQUIVALENT

FOR ILLUMINATION
QUICK DISCONNECT
DETAILS SEE STD.
DETAIL T-20

STREET LIGHT
JUNCTION BOX, SEE
STD. DETAIL T—-20

6"—8" BELOW
LID, TYP.

(RECEPTACLE)

FOR FOUNDATION,

REFER TO STD. __
DETAIL T—288 —— |.

TYPICAL LU

MINAIRE /

JUNCTION BOX WIRING

NOT TO SCALE

INSTALL CONDUIT

GROUND CLAMP,
SEE STD. DETAIL

-iT—ZO
SEE ILLUMINATION

PLANS FOR CONDUIT
SIZE & WIRING

SWEEPS AS NEEDED TO
AVOID UNDERGROUND

UTILITY CONFLICTS

(3)-#8 (ILL, ONE IS
GROUND) (2)—#8 OR
#10 (RECEPTACLE)

* REFER TO STD. DETAIL
T—-20 FOR INFORMATION
NOT SHOWN

* SPARE/EMPTY CONDUITS
SHALL CONTAIN
DETECTABLE PULL TAPE

“[APPROVED ITY ENGIEER:
ée&/ u)47 /?//.7/‘///

DATE:

DOWNTOWN PEDESTRIAN
POLE MOUNT LIGHTING STANDARD

5|PUBLIC_ 'WORKS "DEPARTMENT

STANDARD DETAIL:  T—28A.3




Dobyns on 12,

Z%l_:;' e

(2) BBS5-30-BL—P

STYLE BANNER SUPPORT

ARMS BY KIM ILIGHTI
APPROVED EQ!)
|

EXCEPT FINALI SHALL

BE F1—A—P BY
CYCLONE LIGHTING

(OR APPROVED EQ.)

|
|
|
|

BANNER
(BY OTHERS)

RECEPTACLE, SEE
DETAIL T—28A

RIGID MOUNTING
CLAMPS

CLAMP

NG (OR

<RI

FOR STREET NAME

SIGN ORIENTATION, REFER
TO STD DETAIL T—26

r 12" TYPICAL

[E]
I - (2) EA. OF

“ BN BQ N
| i S b, 3
NR e i
. 2 N “a _ . N
a i | A
v aw I[P~ JUNCTION BOX, LIBGHT
==z 7/ : > - ~ ORIENTATION I TYP.
w / S i\ 4 |OF LIGHT, Wwo—p
ola - I Jf 88 .
~|® e cwdL Rl avaEy Qe
N 3 aT
‘o U
e 4 . ) |
M| .
. B a o - B
I P I _‘ | 8s
5L, I = EERANNLIN
s\, | Lt |
‘————-——FOUNDATION———\{24" DIA
FOOTING
TRAFFIC CURB BANNER
AND! CUTTER PLAN VIEW ARM
NTS
(4) EA. SLOTS
ACCEPTING (4) EA.
1” x 60" x 4"
BA1—-5—-XX—AP/S1 |HANDHOLE FULLY GALVANIZED
STREET NAME SIGN = STEEL ANCHOR
SUPPORT BRACKET BOLTS
BY CYCLONE (OR | SeE® D

APPROVED EQ.)

i BOLT CIRCLE
SIGN MOUNTING SHALL BE -
PER WSDOT STD PLAN STREET LIGHT BASE PLATE
G—24.30 TYPE PL SIGN JUNCTION BOX, NTS
SUPPORT A - SEE STANDARD
. DETAIL T—20
SECTION A-A ;
a5 - 1
NTS | i ]
‘ i ROUGHEN
HANDHOLE FOUNDATION
SURFACE PRIOR TO
STREET LIGHT \| | 1| YL POURING SIDEWALK
JUNCTION BOX, ] : 3 Cl R
LOCATION AS 8" FREE A1 e
DETERMINED IN | DRAINING ANTIT
THE FIELD | GRAVEL PAD : | [ 7
\ (b | I\ “ 1A 1T T——(4) EA. 1" x 60" x4”
e o tma ATHE = —— X o : J—BOLT
i e et T T RN N 4 |
. G 05 El T PRoUGHEN Aot - -—b«
0 SRR T J.=» | FOUNDATION ] 4 \_
& s Ml . - 4| SURFACE PRIOR TO Pl )
T FA==="11—==—""] POURING SIDEWALK el f4 HOOPS, 20°
N , B s ; . 163
41,, DIA T8 18 - #4 BARS, 54 !
J—BOLT DIA. AT 8" 0.C. ‘ =T
- 5 x5 _ 24" DIA.

ALTERNATE BASE (SPREAD FOOTING)

NTS

SECTION B-B

NTS

Craig

ted by:

Piotte

APPRC?BVACITY ENGINEER:
/ﬁc ’/%Gi )//47

DATE:

CITY OF_ .

DOWNTOWN

PEDESTRIAN

POLE MOUNT LIGHTING STANDARD

PUBLIC “WORKS DEPARTMENT

STANDARD DETAIL:

T—28B.2




8.5"

—

/ = \

SV

/ — 2.6"

SET SCREWS

—— 3" FINAL

A

2,_0”

12”7 @ BOLT

|
SLIP
CIRCLE FITTER

HOT DIP GALVANIZED
L—TYPE ANCHOR
BOLTS, 4 PER POST

ANCHORAGE GUIDE
NOT TO SCALE

12,_0"

HOT DIP GALVANIZED
L—TYPE ANCHOR
BOLTS PER
MANUFACTURER

4’_0”

CONCRETE BASE
(CLASS 3000) ———___

G~

—

- ——

ALTERNATE POLE AND FIXTURE:

201:

KING LUMINAIRE WITH FIELD
SWITCHABLE DIMABLE DRIVER:

K445R—T1GR—V—-XX W/
PHOTOCELL RECEPTACLE

(SSL)—4006—120: 277—K24—3K—WS

HAPCO ARLEN LIGHT POLE:
37936—012 (GREEN OR BLACK)

DIA.

ELEVATION
NOT TO SCALE

LED PRISMATIC GLASS
REFRACTOR, HOLOPHANE
UTILITY GRANVILLE W/GPD2
P30 M 30K ASM GN 3 NCU
W/ INTERNAL PCR7
RECEPTACLE W/
VANTAGEPOINT WIRELESS
CONTROL MODULE

HOLOPHANE WADSWORTH
ALUMINUM POST, 4” DIA.
FLUTED WDAF4C17
(GREEN OR BLACK)

3"x5"Wx4.5"H
HANDHOLE

FILL IN ANY OPEN
AREAS AROUND
BASE WITH GROUT

FOR INSTALLATION OF ELECTRICAL
CONDUIT AND JUNCTION BOX, SEE
APPLICABLE PORTIONS OF THE
FOLLOWING STANDARD DETAILS:

T—18 (LUMINAIRE & CONDUIT LAYOUT)
T—-20 (LUMINAIRE WIRING)
T—-23 (ELECTRICAL TRENCH)

APPROVED Cy NGINEER: DATE:
éZ- e/:% 01/05/2021

CITY OF

AUBURN

WASHINGTON

LOCAL RESIDENTIAL ORNAMENTAL
STREET LIGHTING STANDARD

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—29.4

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: 1-29.4
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CONCRETE CURB

& GUTTER W
/

CONTINUOUS 5'x5" URBAN ACCESSORIES

iﬁ%ﬁl;‘\]%long%lzNT (4 PIECES) "CHINOOK”
TREE GRATE & FRAME

57_01’

& SlDEWALKﬁ W/ "BOLT DOWNS”

CONTINUOUS ROOT
CONTROL BARRIER

AROUND PLANTER
PERIMETER ——— ™| /

SIDEWALK

CONTINUOUS EXPANSION
JOINT AROUND GRATE &

10'—0" SIDEWALK

AN

%

FOR INSTALLATION —/

AT EXISTING CURBS,
CUT FRAME STUBS

Plotted by: Craig Dobyns on 12/16/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—30.2

MATERIAL SCHEDULE ROADWAY
MATERIAL | GREY IRON ASTM A48 CLASS 358 OR BETTER
FINISH NATURAL PATINA OF RAW IRON
MATERIAL MILD STEEL ASTM A36
FINISH NATURAL PATINA OF RAW STEEL
LOAD RATING: PEDESTRIAN
APPROVED Cl NGINEER: DATE: 2
] o TYPICAL PLAN
%"%ﬂ’"/_ 01/05/2021 AQ%URN FOR TREE GRATE

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: T-30.2
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Working DWG\Troffic\STDETL-T-31.4

Details \Current

uction Stondard

M:\ Constri

e location:

Dobyns on 1

ACCESS TRACT/
TRAFFIC*
: SIDEWALK* ) SbE |
|
(SEE NOTE 2)
. " SEE NOTE 4 |
| TRAFFIC - |
CURB
1.5% f 1.5%
2 . - — XJ T P
| e O O e e e S e e e SRR |
| PAVEMENT DESIGN SHALL ‘ |
1" ——| BE IN ACCORDANCE WITH -1’
SECTION 10.07 OF THE
5 MIN DESIGN STANDARDS 5 MIN.
— B |
(SEE NOTE 3) -
SECTION A
%
— CURB AND SIDEWALK REQUIRED ON BOTH SIDES

1. CEMENT CONCRETE TRAFFIC CURB &
GUTTER SHALL BE IN ACCORDANCE W/

WSDOT STANDARD PLAN F—10.12

OF ACCESS ROAD/DRIVEWAY FOR COMMERCIAL
AND INDUSTRIAL USE. CURB AND SIDEWALK REQ'D
ON ONE SIDE OF ACCESS ROAD/DRIVEWAY FOR
RESIDENTIAL (3 OR MORE UNITS). CURB AND
SIDEWALK MAY BE OMITTED WHERE ACCESS

by: Craig

Piotted

2o FRMEMENT WD THS: ROAD /DRIVEWAY SERVES 2 OR LESS RESIDENTIAL
A = 30' — INDUSTRIAL UNITS.
A = 24 — COMMERCIAL
A = 20° — RESIDENTIAL (EXCLUDES
ASPHALT WEDGE CURB AS APPLICABLE)
3. EASEMENT/TRACT WIDTHS
B = 41" — INDUSTRIAL
B = 35 — COMMERCIAL
B = 22° — RESIDENTIAL W/O SIDEWALK
B = 26.5° — RESIDENTIAL W/ SIDEWALK
4. SIDEWALK SHALL BE PER STD. DETAIL
T-13, T-14, OR T—15.
ISOMETRIC
NTS
APPROVED CITY GINEER: DATE: cnvop;f"," PRIVATE ACCESS ROAD
A7/ ’/2/ }L},&Bﬁi / SHARED DRIVEWAY

PUBLIC/WORKS DEPARTMENT

STANDARD DETAIL: -31.4




REFLECTIVE
_— —j SHEETING DELINEATOR
POST W/ BASE

0
N)
1 7N
8" DIA. _,l_‘_, <
DELINEATOR

NTS

* 5 SEGMENTS ALLOWED

ON STRAIGHT SECTIONS DUAL SLOPED

AS APPROVED BY THE <:J} BLOCK, TYP.
ENGINEER. 23
~
<KX
S
DUAL SLOPED
MOUNTABLE CURB
SE NTS

< ,\6
= </ TYPE 2YY OR
\ TYPE 2W RPM,
M TYP.
NOTES

1. PRECAST CONCRETE DUAL FACED, SLOPED MOUNTABLE CURB SHALL BE PER WSDOT
STANDARD PLAN F—10.64, 12" WIDE.

2. CURB SHALL BE INSTALLED USING EPOXY ADHESIVE PER WSDOT STANDARD SPECIFICATION
9-26.2. EPOXY SHALL BE APPLIED AT A RATE OF ONE GALLON PER SEVEN FEET OF
CURBING.

3. CURB SHALL BE INSTALLED IN 20" SEGMENTS, WITH 18" OPENING BETWEEN ENDS, OR
MODIFIED TO FIT FIELD DIMENSIONS AS APPROVED BY THE ENGINEER.

CURB AND DELINEATOR SHALL BE THE SAME COLOR AS THE CHANNELIZATION STRIPE.

5. DELINEATOR BASE SHALL BE AFFIXED TO PAVEMENT WITH FLEXIBLE BITUMINOUS PAVEMENT
MARKER ADHESIVE PER WSDOT STANDARD SPECIFICATION 9—02.1(8).

6. RPM’'S SHALL BE PLACED AT EACH APPROACH END OF THE CURBING AND CENTERED ON
EACH SECTION AS SHOWN. THEY SHALL BE THE SAME COLOR AS THE CHANNELIZATION
STRIPE.

7. THIS DETAIL IS USED TO RETRO—FIT EXISTING STREETS. NEW CONSTRUCTION SHALL REQUIRE
CAST—-IN—PLACE CURBS.

Plotted by: Craig Dobyns on 12/30/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T-32.3

APPROVED, Cl NGINEER: DATE: : —
47 . (oo | PRECAST CONCRETE DUAL FACED
’")/Z[‘/% 01/05/2021 | ABBURN | 5 0pED MOUNTABLE CURB RETROFIT

WASHINGTON

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: 1-32.3
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‘ \\\\\/ ,,
%

X v
—
TREE GRATE, PER
STD. DETAIL T—30
SIDEWALK CURB &
GUTTER
MR N T RN ENRNRNRNANNN RN N NN AR NNRRRRAN AN
\\\\ = "1.\'::\'\;;:/ At
6"-12" — /) s CUT BURLAP FROM
K78k NR TOP 1/3 OF ROOT BALL
! -
PLANTING MIX PER
1 ¥ SPECIFICATIONS
RECOMPACTED
NATIVE SOIL
SECTION VIEW ROOT CONTROL BARRIER AT GRADE.
NTS INSTALLATION AND BACKFILL PER
MANUFACTURER'S INSTRUCTIONS
3/8” CLEAR

RUBBER HOSE ROOT BULB

GALVANIZED EYE & EYE
GALVANIZED ] — STYLE TURNBUCKLE, (TYP.)
(TYP.) 5 !

N
12 GA. GALM\ |
WIRE (TYP.) H T~ 2"X8"X5’ HEM—FIR

|| NON—TREATED WOOD
BOARD (TYP.)

PLAN VIEW
NTS

NOTES:

—_

> DN

PLANT TREES 1” HIGHER THAN GROWN IN NURSERY.

TREE PIT SHALL NOT BE LESS THAN 2 TIMES THE ROOT BALL DIAMETER.

STREET TREES SHALL NOT BE PLACED WITHIN SIGHT DISTANCE TRIANGLE.

STREET TREES SHALL BE SELECTED FROM THE CITY APPROVED LIST OF STREET TREES.

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—33.2

APPROVED Cl NGINEER: DATE: .
crvor STREET TREE UNDERGROUND
42-%4% 01/05/2021 | AUBURN STABILIZATION

WASHINGTON

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: 1-33.2
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CEMENT . VARIES, SEE NOTE 3
CONCRETE B8 ERE

SIDEWALK AR, T SEE NOTE 1
- )
/ 1\ \ |
I
|
L | e
| |
N |
N |
) ISR \ T
\ |
|
?
e | o4
|
|
4
) \
I | .
SIDEWALK OR -/ CEMENT CONC.—>
LANDSCAPE STRIP, DRIVEWAY CURB & GUTTER
(SEE PLANS) ENTRANCE TAPER
SRR R Ay 6x6—W1.4xW1.4 WELDED WIRE
DRIVEWAY ENTRANCE SIDESLOPE FABRIC (W.W.F.) TYP. SEE
3'—0" RESIDENTIAL NOTE 6
6'—0" COMMERCIAL/INDUSTRIAL STANDARD DRIVEWAY
NTS
DRIVEWAY ENTRANCE DRIVEWAY RAMP
SIDEWALK, 5" MIN. (SEE PLANS) 1/2" LIP BETWEEN
(SEE PLANS) ESQBWAY GUTTER &
1/2" 3/8" EXP.
$¢F'3.'US' 1.5% RECOMMENDED, JOINT, TYP.
2.0% MAX. DEPRESSED
CURB & GUTTER
' —— SEE NOTE 5
[ LL ; [ 7
DRIVEWAY 2" CSTC
APPROACH 6" RESIDENTIAL
8" COMMERCIAL /INDUSTRIAL
SECTION A
OTES: DTS U

1. WHEN THE DRIVEWAY WIDTH EXCEEDS 15'(FT), CONSTRUCT A FULL DEPTH EXPANSION JOINT WITH 3/8"
JOINT FILLER ALONG THE DRIVEWAY CENTERLINE. SEE WSDOT STANDARD PLAN F—30.10. CONSTRUCT

EXPANSION JOINTS PARALLEL WITH THE CENTERLINE AS REQUIRED AT 15'(FT) MAXIMUM SPACING WHEN
DRIVEWAY WIDTHS EXCEED 30'(FT).

2. RESIDENTIAL DRIVEWAY SERVING 2 OR MORE LIVING UNITS AND/OR THAT CONNECT TO AN ACCESS ROAD
SHALL BE CONSTRUCTED AS A COMMERCIAL/INDUSTRIAL DRIVEWAY.

3. SEE STANDARD DETAIL T—04 FOR DRIVEWAY WIDTHS AND LOCATIONS.

4. CONCRETE SHALL BE CLASS 4000 WITH 5% AIR ENTRAINMENT WITH A BROOM FINISH PARALLEL TO CURB
LINE.

5. DEPRESSED CURB FOR HEAVY COMMERCIAL/INDUSTRIAL DRIVEWAYS SHALL BE POURED INTEGRAL/MONOLITHIC
TO DRIVEWAY.

6. WELDED WIRE FABRIC (W.W.F.) SHALL BE PLACED 3" FROM BOTTOM, AND 2" FROM ALL OTHER LIMITS.
WELDED WIRE FABRIC (W.W.F.) NOT REQUIRED FOR RESIDENTIAL DRIVEWAYS.

7. WHEN DRIVEWAY OPENING IS TO BE CONSTRUCTED WHERE CURB EXISTS, THE ENTIRE CURB AND GUTTER
SECTION SHALL BE REMOVED TO THE NEAREST EXPANSION JOINT ON EACH SIDE OF THE OPENING AND
REPLACED.

Plotted by: Craig Dobyns on 2/22/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—34.1

AP'WY iLE?ﬂNEER: BATE ﬁgﬁfﬁ/ﬁf STANDARD DRIVEWAY —
/ e ]
( 2 /23 /o2 AGBURN OFFSET APRON

COMMUNITY DEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: T—34.1




* 1.5% RECOMMENDED, 2.0% VARIES

MAX. SEE NOTE 3 ) CEMENT CONCRETE
** 7.5% RECOMMENDED, 8.3% : PEDESTRIAN CURB, PER
A = , WSDOT STD PLAN F—10.12,

SEE NOTE 1 : T TYP.
3/8" EXP.—\ M Z‘: NEREE K6><s—w1.4><w1.4 WELDED WIRE

JOINT, TvP | FABRIC (W.W.F.)
| T AN
7 T AN
| NHH
| 8
- I ﬂ
,,,,,, | N
I
: i
ALTERNATE DRIVEWAY (B
NTS
Lo 15 MAX. VARIES | 15" MAX.
- - SEE NOTE 3 = =
i NOT STEEPER THAN
4" *% ADJACENT ROADWAY K%
| GRADE i
6" RESIDENTIAL %{Fﬁ}" EXP. JOINT,
8" COMMERCIAL j :
CEMENT CONC. 2" CSTC  6x6—W1.4xW1.4 WELDED WIRE PEDESTRIAN RAMP
SIDEWALK, TYP. FABRIC (W.W.F.) SEE NOTE 6 (NO DOMES)

SECTION /AN
NTS U

| SEE_PLANS \ SEE PLANS .
5" MIN. 1/2” LIP BETWEEN CURB
1/2" 3/8” EXPANSION & ROADWAY GUTTER
RADIUS, DRIVEWAY T
. RAMP DEPRESSED
10% MAX. CURB & GUTTER
0% M

A TR EE I
ST R o iouy
6” RESIDENTIAL

8" COMMERCIAL

SECTION B
NOTES: NTS L

1. WHEN THE DRIVEWAY WIDTH EXCEEDS 15'(FT), CONSTRUCT A FULL DEPTH EXPANSION JOINT WITH 3/8” JOINT FILLER
ALONG THE DRIVEWAY CENTERLINE. SEE WSDOT STANDARD PLAN F—30.10. CONSTRUCT EXPANSION JOINTS PARALLEL WITH
THE CENTERLINE AS REQUIRED AT 15'(FT) MAXIMUM SPACING WHEN DRIVEWAY WIDTHS EXCEED 30'(FT).

DRIVEWAY
APPROACH

2" CSTC

2. RESIDENTIAL DRIVEWAY SERVING 2 OR MORE LIVING UNITS AND/OR THAT CONNECT TO AN ACCESS ROAD SHALL BE
CONSTRUCTED AS A COMMERCIAL/INDUSTRIAL DRIVEWAY.

SEE STANDARD DETAIL T-04 FOR DRIVEWAY WIDTHS AND LOCATIONS.
CONCRETE SHALL BE CLASS 4000 WITH 5% AIR ENTRAINMENT WITH A BROOM FINISH PARALLEL TO CURB LINE.
DEPRESSED CURB FOR HEAVY COMMERCIAL/INDUSTRIAL DRIVEWAYS SHALL BE POURED INTEGRAL/MONOLITHIC TO DRIVEWAY.

WELDED WIRE FABRIC (W.W.F.) SHALL BE PLACED 3" FROM BOTTOM, AND 2" FROM ALL OTHER LIMITS. WELDED WIRE
FABRIC (W.W.F.) NOT REQUIRED FOR RESIDENTIAL DRIVEWAYS.

7. WHEN DRIVEWAY OPENING IS TO BE CONSTRUCTED WHERE CURB EXISTS, THE ENTIRE CURB AND GUTTER SECTION SHALL
BE REMOVED TO THE NEAREST EXPANSION JOINT ON EACH SIDE OF THE OPENING AND REPLACED.

o o >

APPROVED ,B) CITY ENGINEER: DATE: arvor L ALTERNATE DRIVEWAY —
o

A SN > /23 AEBEIRN INLINE (DROP) APRON

N

Plotted by: Craig Dobyns on 2/23/2018 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—35.1

COMMENITY DFVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: T—35.1
| g




STREET LIGHTING LAMP SCHEDULE

STREET

UPDATED SPEC.

ALTERNATE SPEC.

ALTERNATIVE **

—GY—-055—-PCR7—WL

CLASSIFICATION LAMP TYPE | | FOTEK PART # AEL PART # *
GCL2—80J—MV—40K—3R ATBO 60BLEDE10 MVOLT
PRINCIPAL ARTERIAL TYPE A Vi e 0, BOBLEDEI MY
GCM3—60J—MV—40K—2R ATBO 30BLEDE13 MVOLT
MINOR ARTERIAL TYPE B —GY—185-PCR7—WL R2 MP NL AO P7
MINOR ARTERIAL W/ CENTER PE B GCM3—60J—MV—40K—2R ATBO 30BLEDE13 MVOLT
TURN LANE OR MEDIAN —GY—185-PCR7—WL R2 MP NL AO P7
GCM3—60J—MV—40K—2R ATBO 30BLEDE13 MVOLT
NON—RESIDENTIAL COLLECTOR TYPE B M3 B0d My AoK- O, SOBLEDETS MV
GCJ3—30J—MV—40K—2R ATBO 20BLEDE10 MVOLT
RESIDENTIAL COLLECTOR TYPE D MY K. 0 20BLEDEND MY
RESIDENTIAL COLLECTOR WITH
GCJ3—30J—MV—40K—2R ATBO 20BLEDE10 MVOLT
CENTER TURN LANE OR TYPE D o e 0, A0BLEDEIQ MY
MEDIAN
GCJ3—30J—MV—40K—2R ATBO 20BLEDE10 MVOLT
LOCAL NON—RESIDENTIAL TYPE D STt 0, 20BLEDEI MY
LOCAL RESIDENTIAL AND .
TN A e F GCJ1—30J-MV—40K—2R |  ATBMic 10BLEDE10 MVOLT

R2 MP NO AO P7

* UNLESS SPECIFIED OTHERWISE SEE TABLE 10—-8 IN
DESIGN STANDARDS FOR LIGHTING DESIGN CRITERIA.

** SEE STD DETAIL T—29 FOR LOCAL RESIDENTIAL

ORNAMENTAL OPTION.

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T-37.4

APPROVED Cy' NGINEER:
B eo ¢/;'/~

DATE:
01/05/2021

“ WASHINGTON

AUBURN

STREET LIGHTING
LAMP SCHEDULE

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL:

1-37.4
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FLAT POLE TOP W/ 7—PIN PCR7

RECEPTACLE W/ VANTAGEPOINT
WIRELESS CONTROL MODULE

21" ERA BELL 150 W

5’—6"

LED (II-S—C, 240V) FLAT I
LENS BY KIM LIGHTING
(OR APPROVED EQUAL)

HA38L ALUMINUM RIBBON
LUMINAIRE ARM WITH TOP BRACE
AND BOTTOM GUSSET BY KIM

LIGHTING (OR APPROVED EQUAL)

MAST ARM COMPONENTS WHEN

PER SIGNAL PLANS ﬁ

]

L]

APPLICABLE

mEIN

PAINT SPECIFICATIONS: ALL CAST IRON & STEEL POLE PARTS
SHALL BE GALVANIZED PRIOR TO BEING PRIMED & PAINTED.
FINISH COLOR: RAL 9004

"SIGNAL BLACK”

28'—0"

CL22AC (SIGNAL)
DECORATIVE CAST ALUMINUM
CLAMSHELL BASE COVER BY
VALMONT STRUCTURES (OR
APPROVED EQUAL)

12’_0”

ELEVATION IS TO
TOP OF FOUNDATION

CURB OR EDGE
OF SHOULDER

PER MANUFACTURER’S DRAWING

PER SIGNAL PLANS

ROADWAY

10”_

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—38.2

APPROVED.B7 CT y/ENGINEER: DATE: s>
éZ' c/:% 01/05/2021 | ABBURN

DOWNTOWN DECORATIVE TYPE IlI
COMBO LIGHTING & MAST ARM SIGNAL

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: T-38.2
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LOCKABLE DIE CAST NEMA
SR WEATHERPROOF COVER

WEATHERPROOF
"IN—USE”

BUBBLE COVER*/ﬂ:QZEIﬂH 1S

POLE RECEPTACLE
NOT TO SCALE

HA38L ALUMINUM RIBBON

RECEPTACLE,
CAST ALUMINUM
FRAME

HOSPITAL GRADE
WR DUPLEX GFl,
RECEPTACLE 20
AMP, 120V

LUMINAIRE ARM WITH
TOP BRACE AND BOTTOM
GUSSET BY KIM LIGHTING

(OR APPROVED EQUAL)-————-\\7

PAINT SPECIFICATIONS: ALL

CAST IRON AND STEEL POLE

PARTS SHALL BE GALVANIZED

PRIOR TO BEING PRIMED AND

PAINTED.

FINISH COLOR: RAL 9004
"SIGNAL BLACK”

FLAT POLE TOP W/ 7—PIN
PCR7 RECEPTACLE W/
VANTAGEPOINT WIRELESS
CONTROL MODULE

21" ERA BELL 150 W LED
(N=S—C, 240V) FLAT LENS
BY KIM LIGHTING (OR
APPROVED EQUAL)

17" ERA BELL 73

(Il=S—C, 240V) FLAT
LENS BY KIM LIGHTING
(OR APPROVED EQUAL)

RECEPTACLE, SEE
DETAIL THIS SHEET

CL22AC (SIGNAL)
DECORATIVE CAST
ALUMINUM CLAMSH
BASE COVER BY

VALMONT STRUCTURES

(OR APPROVED EQ

W LED

_

ELL

UAL)

36,—6”

1 2:_03)
1 41_01:
28’—0”

JALL DECORATIVE POLE

NOT TO SCALE

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—39.1

D

APPROVED Cy' NGINEER:
B eo ¢/h/~

01/05/2021

ATE: CITY OF

WASHINGTON

AUBURN

DOWNTOWN DECORATIVE
LIGHT POLE

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: 1-39.2
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| |
~
~
|
©
0
. !
|
5
~
d—
!
|
o
~
d—
! !
— 12” T
COLORS:
LEGEND, CIRCLE, DIAGONAL, BORDER, & ARROW* ~  RED (RETROREFLECTIVE)
SYMBOL - BLACK
BACKGROUND —  WHITE (RETROREFLECTIVE)

* USE SINGLE ARROW LEFT OR RIGHT AS APPROPRIATE

Plotted by: Craig Dobyns on 12/31/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—T—40.2

APPROVED Cl NGINEER: DATE: : - i »
1Y O NO PARKING™ SIGN
i “%JJZ 01/05/2021 NJBURN

* WASHINGTON

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: T—40.2
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_——WEDGE CURB POURED
CONTIGUOUS W/ HMA

4 l WEARING COURSE

* 72/

O O S

R e e N N

ASPHALT WEDGE CURB /A
\_/

NTS

BACK OF CURB

BACK OF
CURB

FLOW LINE

CEMENT CONCRETE
TRAFFIC CURB & GUTTER

CONCRETE TRAFFIC CURB & GUTTER
TO HMA WEDGE CURB TRANSITION /B

NTS U

APPROVED CITY E EER: DATE: v or =" | CONCRETE TRAFFIC CURB & GUTTER
/, a’//v'f 2/% e /‘meﬁw TO HMA WEDGE CURB TRANSITION

EPUBUO/ WORKS DEPARTMENT STANDARD DETAIL: T—41.1




6" WHITE
(THERMO STRIPE

(B
o

10'=0"

4!_011

(CLASS 1/2" HMA

TRAFFIC
FLOW

APPLY
TACK
COAT

r 37!

T s s=T

7y

SECT|ON A L EXISTING HMA

g- CLASS 1/2" HMA

-

N ‘\Y\\ \ \‘ \ \

NN
SECTION

SCALE: 6" = 1'-0" EXISTING HMA

PAVEMENT

SCALE: 6" = 1'-0" PAVEMENT
6’_0"
’_O”V 4-’_011 l}!_o” APPLY
TACK COAT

52

[APPROVED BY CITY ENGINEER: DATE:

é,g //M{z :7 /Z/M/ﬂ

™ \WASHINGTON

SPEED CUSHION
DETAIL

[PUBLIC_WORKS "DEPARTMENT

STANDARD DETAIL:

T=42.1




Sof AVF LU PHT VWML L YWD ULV SRR STLUND T TR ST NG

8 PARKING LANE > >
o

(IF PRESENT) P

v

28' ROADWAY

SCALE: 6" = 1'-0"

SPEED CUSHION
PER COA STD.
DETAIL T—42

)

12" LANE \

PP

‘[PUBLIC_WORKS_DEPARTMENT

1.5
. 24' ROADWAY
SCALE: 6" = 10"
i APPROVED BY CITY W.NE‘ER: /} DATE: SPEED CUSHION
(@2 /A/ W hsdaiily /Z"/%/ 7 PLAN

STANDARD DETAIL:

T—42A.1




18f AVS GMET THS

PCCP TO HMA
LONGITUDINAL JOINT
PER WSDOT STD
PLAN A—40.10-04

FULL DEPTH
EXPANSION JOINT 10°
0.C. PER WSDOT STD

.__1’

1"=0" WIDE WHITE
THERMOPLASTIC STRIP

~

P

2 PORTLAND CEMENT

CONCRETE PAVING (PCCP)
WITH 2'x2" SCORING
PATTERN PER CITY OF
AUBURN STANDARDS SEE

\f

PLAN A—40.10.02 \

oL/

DETAIL A THIS SHEET
1\
o/
=
_.1’
’ “—PCCP TO HMA
1’—0” WIDE WHITE LONGITUDINAL JOINT
THERMOPLASTIC STRIP PER WSDOT STD PLAN
A—40.10—04
PLAN
SCALE: 6" = 1'-0"
10,_0’)
PCCP TO HMA 10” THICK CEMENT

LONGITUDINAL JOINT
PER WSDOT STD PLAN
A—40.10-04

CONCRETE CROSSWALK

=T

¢ 4 3 ) . 4

'S

—a

I

<

n 4

L6"x6"x#10 WWF PLACED 4" FROM

BOTTOM AND 2" FROM ALL FULL
DEPTH EXPANSION JOINTS AND
DUMMY JOINTS

SECTION A

SCALE: 6" = 1'-0"

| APPROVED BY CITY EJ,GINTEER:

DATE:

C ook frrtty 1o/

7 WASHINGTON

DOWNTOWN PEDESTRIAN
CROSSWALK

[PUBLIC_WORKS DEPARTMENT

/

STANDARD DETAIL: T—44.1
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ot “y
PUBLIC WORKS DEPARTMENT
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NEPMIIIG NI Wt T

VARIES

l

OO\ NORANN N NN

.

TYPE OF i§6"
SUPPORT

VARIES

3 TO 3.5

1"x12" BOARD,
LENGTH AS

REQUIRED

2 EACH PER JOINT,

TYPE | BARRICADE

2"x4" MIN., PRESSURE

TREATED OR CEDAR

1/2"9x3" LONG LAG
SCREWS, TYPICAL.

SAND BAGS
FOR ADDTL
STABILITY

I

I

[

LEGS, PAINTED WHITE.

2"x4" Ml\h

BOARD, LENGTH

AS REQUIRED
TYPE 1l BARRICADE
8" TO 12"x1”

BOARD LENGTH

KF$<FC\\CQ\DQ\NOQ\ﬁC\\ﬂ§\§J35—

N

il
Kﬁéﬂi\ﬁCi\NOQ\\SOQ\ﬁCK\ﬁdESA

N

I
RN\

NN

Il
g§\§Q%\Sd———-

5" MIN.

e

AS REQUIRED

NOTES:

> | vaRiEs, 2 min. | 4”x6" MIN., PRESSURE
o | TREATED OR CEDAR
: POST, PAINTED WHITE
TYPE Ill BARRICADE
(Fixed—Permanent) BARRICADE DIMENSIONS
Y/////IG:'I//A TYPE | Il Il
&7 &7 £7.67 A 8" MIN. 8" MIN. 8" MIN.
[ RAlL WIDTH 12" MAX. 12”7 MAX. 12" MAX.
LAl Lo 2" MIN. 2' MIN. 4 MIN.
1 RAIL HEIGHT 3’ MIN. 3" MIN. 5" MIN.
(BLEE WL BARRICADE, FRAME TYPE | Oeitavy v | UFRae | koS
P APPLICATION MOVEABLE PORTABLE PERMANENT

1. TEMPORARY BARRICADE SHALL HAVE ORANGE AND WHITE STRIPE, PERMANENT
BARRICADE SHALL HAVE RED AND WHITE REFLECTORIZED PAINT.

2. STRIPES SHALL BE SLANTED DOWNWARD AT 45 ANGLE AND IN THE DIRECTION OF
THE SIDE TO PASS. THEY WILL BE SLANTED IN BOTH DIRECTIONS FROM THE
MIDDLE IF TRAFFIC PASSES AROUND BOTH ENDS.

3. STRIPE WIDTH SHALL BE 67, 4” IF RAILS ARE LESS THAN 3" LONG.

4.

SEE TABLE FOR BARRICADE DIMENSIONS.

5. FABRICATION PER MUTCD SECTION 6C.

TAPPROVED BY CITY ENGINEER:

DATE:

«4é?/’z«&ﬂi;/4@@07

AUBURN

WASHINGTON

TYPICAL TRAFFIC
BARRICADES

/[PUBLIC_WORKS DEPARTMENT _~

STANDARD DETAIL:

T—45.1




SEE NOTE 4 °
|

NOTE:
BRASS DISC MAY
BE DOMED OR FLAT

23/4;’
MIN
|
? =z
1
BRASS DISC
NTS
BRASS DISC
PLACED BELOW EXISTING
DRIVING SURFACE PAVEMENT
ﬁ o
ﬂ aY
|
) 441 2 =)
/ | .
:.&x) Z' a4 < A
— =
7.4 da
A
) <>Ax
S~ MAGNETIC MATERIAL, #4 REBAR,
/ 12” LONG PLACED VERTICALLY
CEMENT CONCRETE 47 | 4 UNDER BRASS DISC W/ 2” MIN.
SHALL BE CL. 3000, SEPARATION
AND EITHER SQUARE
OR CYLINDRICAL.
SECTION A

NTS
NOTES:

1) THIS TYPE IS USED ON ALL CITY STREETS EXCEPT FOR AUBURN WAY

NORTH/SOUTH (SR—164).

2) BRASS DISC SHALL BE MARKED BY AN "X" AT THE INTERSECT

LOCATION AND MARKED PER RCW 58.09.120.

3) THE REQUIREMENTS OF WAC 332—120 SHALL BE MET PRIOR TO AND
FOR THE REMOVAL OR DESTRUCTION OF A SURVEY MONUMENT.

4) PK NAIL STRADDLES WHICH ARE A STRAIGHT LINE INTERSECTION OF

MONUMENT INTERSECT LOCATION.

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—46.2

APPROVED Cy NGINEER: DATE: cyor
éZ- c/:% 01/05/2021 | AUBURN

WASHINGTON

POURED IN PLACE MONUMENT
TYPE A MODIFIED

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: 1-46.2
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16"

/ v

7/16”

ROADWAY

CEMENT CONCRETE,
CLASS 4000, PER WSDOT
SPECIFICATIONS 8—-04
AND 6-02

CAST-IN-PLACE DUAL-FACED MOUNTABLE
CEMENT CONCRETE TRAFFIC CURB

APPROVED Cy' NGINEER:
B eo ¢/h/~

DATE:
01/05/2021

" WASHINGTON

CAST—-IN—PLACE DUAL MOUNTABLE
CEMENT CONCRETE TRAFFIC CURB

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL-T—47.1

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: T—471
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regulated under Chapter 16.10 of the Auburn City Code.
Please contact the City of Auburn Planning Dept. at

1.5” RADIUSED
CORNERS

3/8” HOLES CENTERED
1.5 FROM TOP AND
BOTTOM

— —— 3/4” ARIAL

BOLD FONT
Help protect and care for this area. Trampling or cutting
vegetation, placing fill or garbage, and any other activities 9/32” ARIAL
that may disturb the sensitive area are prohibited, as ~— BOLD FONT

@ning@auburnwa.gov or 253-931-3020 with any questions. /

SIGN FACE IS DIGITALLY PRINTED TEAL C:100 M:0 Y:30 K:6 AND BLACK C:100 M:100 Y:100 K:100

ON 3 MIL. CALANDERED WHITE VINYL THEN LAMINATED WITH A 2.5 MIL.

LAMINATE.

THIS SIGN FACE IS THEN MOUNTED TO .080” THICK 5052 H38 ANODIZED ALUMINUM.

CITY OF AUBURN
SENSITIVE AREA SIGN
COMMERCIAL AQUATIC

NTS

Plotted by: Craig Dobyns on 12/16/2020 File location: M:\Construction Standard Details\Current Working DWG\Traffic\STDETL—-T—48.1

APPROVED BY CITY ENGINEER: DATE: crrvor L
Gl fpeertng oosozy | PEEIRN

SENSITIVE AREA SIGN
COMMERCIAL AQUATIC

PUBLIC WORKS BEPARTMENT

STANDARD DETAIL: T—48.1
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4'X2"X4”, PRESSURE TREATED
TEMPORARY MARKER, WRAP

WIRE AROUND MARKER
5 OR WIDTH OF
PROPERTY LINE, R.O.W., OR UTILITY EASEMENT
PUBLIC SEWER EASEMENT-——\\\\\\\__<; (WHICHEVER IS GREATER)
(>
SEWER CLEANOUT,
| REFER TO STD.
‘ DETAIL S—02
FINISH
GRADE
1,X2"
PRESSURE |
TREATED
CLEAT
9 GAUGE
GALV. WIRE

NOTES: T

1. LAY SIDE SEWERS PERPENDICULAR TO THE
MAIN. EXTEND SIDE SEWERS FROM THE SEWER
MAIN ONLY WITH TEES.

2. BENDS ARE NOT ALLOWED IN THE PUBLIC
RIGHT OF WAY (R.O.W.).

3. PORTION OF THE TEMPORARY MARKER
EXTENDING OUT OF THE GROUND SHALL HAVE
2" HIGH STENCILED "SS” LETTERS IN BLACK
PAINT, DEPTH TO THE STUB SHALL BE NOTED.

4. SIDE SEWERS SHALL BE 6" DIA. UNLESS
OTHERWISE APPROVED BY THE CITY ENGINEER,
WITH A MINIMUM SLOPE OF 2%.

5. GREATER THAN 25° ANGLE (47% SLOPE)
REQUIRES CONCRETE BLOCKING. GREATER THAN
45" REQUIRES EPOXY LINED DUCTILE IRON TEE.

6

GASKETED
SWEEPING WYE

6" DIA. MIN.,
2% MIN. SLOPE

SEWER MAIN

GASKETED CAP (TO
BE REMOVED WHEN

CONNECTION IS MADE)

| %
-
GCASKETED
CAP AT END
OF LINE
12"X2"X4” PRESSURE
TREATED ANCHOR

Plotted by: Craig Dobyns on 12/16/2020 File location: M:\Construction Standard Details\Current Working DWG\Sewer and Storm\STDETL-S-01.2

APPROVED, Cy NGINEER: DATE: cryor
éZ- g 01/05/2021 | AUBU

WASHINGTON

SIDE SEWER
STUB

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: S—01.2
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PUBLIC SIDE SEWER
CLEANOUT (8" OR LARGER)

STANDARD DETAIL:

WASHINGTON

!(?ITY OF

DATE:
01/05/2021

APPROVED Cy NGINEER:
Gt orag
PUBLIC WORKS DEPARTMENT

2'£0—-S—1U3ALS\uUolS pup Jomes\9Ma Buppom JUSLND\S|IDI9Q PIDPUD}S UORINISUOD\: :UORDO| Bll4 0ZOZ/9L/ZL uo sukqoq
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(3) 1" HOLES EQ.
SPACED AT 120° APART

ON A 30)4"¢ B.C.

PICKHOLE

(3) %" POCKETS EQ.
SPACED AT 120° APART

ON A 234g"® BOLT
CIRCLE

yz”
1A vrz7777 COVER - PLAN
_T |_| + NTS
™~ —— | 25”

NTS

FRAME - PLAN Wl T W
e % —

NONSKID PATTERN
” SECTION B'B
| ¢ 25% . NTS
5 ”»
CAST IN GASKET e 1% — %"
/— GROOVE 16
| N
1/2"=13 HEX
| BOLT & STEEL
: WASHER &
o 23%” RUBBER WASHER
TYP. (3) PLACES
5 27% (3)
, RUBBERIZED
@ 34K
| 8 | géEKEBTE , BOLT DETAIL
SECTION A-A NTS

NOTES: NTS

1. COVERS SHALL HAVE THEIR USE CAST IN 2" RAISED LETTERS: 'SEWER' FOR SANITARY
SEWERS, 'DRAIN’ FOR STORM SEWERS AND 'WATER’ FOR WATER CONVEYANCE. THE WORDS
"CONFINED SPACE PERMIT REQUIRED' SHALL BE CAST IN 1” LETTERS AS SHOWN.

2. GRAY OR DUCTILE IRON FRAME AND DUCTILE IRON COVER WITH MINIMUM WEIGHTS AS
FOLLOWS:

FRAME = 210 LBS.
COVER = 150 LBS.
5. PROVIDE SLIP RESISTANT COATING IN PAVED AREAS.

4. WHEN CALLED FOR IN THE CONTRACT DOCUMENTS, INSTALL INFRA—RISER PRODUCT NUMBER
IC2431F0050F BY EJCO PER MANUFACTURER RECOMMENDATIONS (OR APPROVED EQUAL).

Plotted by: Craig Dobyns on 12/16/2020 File location: M:\Construction Standard Details\Current Working DWG\Sewer and Storm\STDETL-S—04.4

APPROVED cl NG|NEER: DATE: A "
cry or = 24" DIA. MANHOLE
éz-%/% 01/05/2021 | AUBURN FRAME AND COVER

" WASHINGTON

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: S—-04.4
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90° PVC LONG
SWEEP BEND,
TURNED TOWARD
THE DIRECTION
OF THE FLOW

FLOW

CORE DRILL HOLE INTO EXISTING,
APPLY KOR—N—-SEAL®
CONNECTOR OR APPROVED
EQUIVALENT, NON—SHRINK
GROUT AS REQ'D

12" MIN. 18" MAX.

INLET SANITARY LINE n

1
MAX.

2" MIN
4" MAX.
(TYP.)

2
MAX.

/

EXISTING

LADDER RUNGS

|

8" PVC TEE (SDR 35)
W/ PARTIAL PVC PLUG
(SEE NOTE 3 BELOW)

=

/_PVC PIPE (SDR 35) OR
DI PIPE (EPOXY LINED
& COATED) DIAMETER
SHALL MATCH INLET
PIPE

=

| _— PIPE SUPPORTS SHALL HAVE
ADJUSTABLE BRACKETS & SHALL

BE MADE OF 1-1/2" WIDTH 11
GAUGE TYPE 304 STAINLESS
STEEL. PINCH BOLTS & NUTS
SHALL BE 3/8" DIA. 18—8
STAINLESS, (TYP). BRACKETS
SHALL BE RELINER®(OR
APPROVED EQUIVALENT)

90° PVC LONG SWEEP BEND,
/TURNED TOWARD THE DIRECTION

OF THE FLOW (SEE DETAIL
ABOVE)

\

=)

\

\'I'I'I'\'I'I 'I'I*‘I/“,

REMOVE EXISTING BENCH TO
SPRING LINE OF EXISTING

B PIPE & RECHANNEL AS REQ'D

\

e \ EXISTING SANITARY

NOTES:

SEWER CHANNEL

1. TYPE 1 MANHOLE SHOWN FOR ILLUSTRATIVE PURPOSES ONLY. DETAIL MAY
ALSO BE APPLIED TO TYPE 2 & 3 MANHOLES.

2. DROP CONNECTIONS TO EXISTING 48" OR LARGER MANHOLES ONLY WITH

ENGINEER APPROVAL.

5. PLUG TO BE CUT TO LEAVE 60% OF PIPE DIAMETER OPEN FOR

MAINTENANCE ACCESS.

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Sewer and Storm\STDETL-S—05.2

APPROVED SU' NGINEER:
éZ- erlng 01/05/2021

DATE:

ovor RETROFIT EXISTING MANHOLE
AUBURN WITH INSIDE DROP

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: S—-05.2
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NOTE:
CITY ENGINEER APPROVAL IS
REQUIRED BEFORE USING THIS

DETAIL

MANHOLE RING &
COVER ADJUSTMENT
SHALL CONFORM TO
STD DETAIL T-05

LOCKING MANHOLE
RING & COVER SHALL

LEVELING BRICKS OR GRADE 24" CONFORM TO STD
RINGS AS REQUIRED. 3000 PSI DETAIL S—-04
SMALL AGGREGATE CONCRETE FINISH
BETWEEN EACH RING /‘GRADE
(PP IIP s, N \i'l
| L ] Sy
PRECAST CONCENTRIC CONE NN =
\ ——_ HAND HOLD
: ; 12* G
. FULL DEPTH .
< o P (TYP) i & : =
S = —| w2
! 4 TYP. —\ =~3 5|3
% = GROUT
£ | == N FILLET (TYP)
FIELD CONSTRUCT 3000 I
3 PSI SMALL AGGREGATE .
3 CONCRETE CHANNEL . s o W=
P AND SHELF TO CROWN 7 v Pl e —|=
& F THE PIFE ——————"
g © 8"—12" DIA. I
4
- ) PIPE 5'—6" DIA. CEMENT
: REBAR #4 @ 12" EW CONCRETE BASE, CL.
2 3000, CAST IN PLACE
; RUBBER GASKET 48" DIA.
E
£
g ALTERNATE:
i MANUFACTURED BASE WITH FLAT TOP,
: FRAME AND COVER IS ACCEPTABLE
P
£
E[APPROVED BY CITY ENGINEER: DATE: crvor L EXTRA SHALLOW
“ yaR-un 3|5 |2l AUBURN MANHOLE DETAIL
ﬁcommwﬂlw PDENVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: S—06.1




Plotted by: Viad Rubashka on 1/17/2018 File location: M:\Construction Standard Details\Current Working DWG\Sewer and Storm\STDETL—S—-07.2

1/2" PER FT., TYP.

GROUT SUMP TO
FLOW TO SEWER
MAIN

-~ ADJUSTMENT RISER(S)
PER STD DETAIL T—05

—— GROUT SUMP TO
FLOW AS SHOWN
ABOVE

W
mE
g o,
a Y
1"
. -
i —i
[_ .4
i [—q'
) i
i N
SEWER MAIN 120 e |
W % 4 (TYP) ! .
?f L - / /
4" | AYER (SAND
OF GROUT FUTUR
OTHER
BASE

BASE BELOW GROUT WHERE
E EXTENSION IS ANTICIPATED,
WISE GROUT FULL DEPTH OF

APPROVEB, BY CITY ENGINEER: DATE:

v 220 /20,51 IR

MANHOLE AT END OF
SANITARY SEWER LINE

CONMUNITYDEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL: 5—07.2




SHALL MATCH THE

. 1/2” PER -
FULL DEPTH CHANNEL . FT. TYP.

LARGEST INSIDE PIPE _/

DIAMETER A 7

3/16"~|
T

G

NOTES:

CHANNEL WIDTH SHALL
MATCH THE INSIDE
DIAMETER OF THE
INFLOW PIPE, TYP.

CHANNEL
SHELF

MANHOLE
LADDER
RUNGS

CHANNEL WIDTH
SHALL MATCH THE
INSIDE DIAMETER OF
THE OUTFLOW PIPE

1. NO STEPS OVER PIPES OR MANHOLE CHANNELS. WHEN POSSIBLE,
STEPS SHALL BE POSITIONED OVER THE LARGEST BENCH AREA.

2. FAST SETTING CONCRETE SHALL NOT BE USED.

Piotted by: Croig Dobyns on 7/13/2016 File location: M:\Construction Standard Details\Approved Drawing Files (dwg)\Sewer and Storm\STDETL—S—08.1

APPROVED BY CITY ENGINEER: DATE: cm?jRN e
[ 2.5 315 bholid. AUBURN CONSTRUCTION

COMMGN’ITY DEVELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: S—08.1




d Detoils\Current Working DWE\Sewer and Storm\STDETL~§~08.2

truction Stand

WG

ek

NOTE:

THIS DETAIL IS FOR
STORM USE ONLY

2’0" MIN.

2'—0" MIN. CLEARANCE TO
ANY PORTION OF FROP-T
INCLUDING ELBOWS

ADDITIONAL LADDER RUNGS

(IN SETS) TO ALLOW ACCESS
TO TANKS OR VAULTS WHEN
CATCH BASIN IS FILLED WITH
WATER

5
ANGLE AS
NECESSARY /

ELBOW RESTRICTOR,
(SEE DETAIL PG. 2)

FRAME W/ SOLID LOCKABLE
COVER, MARKED "DRAIN",

PIPE SUPPORT

ELBOW RESTRICTOR, C —16” MAX. (SEE STD. DETAIL S—04)
(SEE DETAIL PG. 2) AT N 1
R —
aml £ VERTICAL BAR GRATE
N\ i ( FOR SECONDARY INLET,
NE B § (SEE DETAIL PAGE 2)
©|3 H SF=DESIGN W.S.y
= SHEAR GATE W/
G \@ \ " CONTROL ROD FOR

CLEANOUT/DRAIN (SEE

(SEE PG. 2 NOTE 6) ——

N| J DETAIL PAGE 2)
Y A 1
5 6 OUTLET INLET ?
B
=N .
| NE
g THE FOLLOWING INFORMATION
MUST BE PROVIDED ON PLANS:
: li: ELEVATIONS: AB CEF G
NE 3 = DIMENSIONS; H | J
— F
] \
RESTRICTOR CAP W/ —~ \
ORIFICE DIA. TO BE HANDHOLDS, STEPS,
SPECIFIED (NOT NEEDED IF OR LADDER RUNGS
FOR SPILL CONTROL ONLY) SECTION A (SEE PG. 2 NOTE 5)
NTS

PAGE 1 OF 2

APPROVED BY CIT/GINE

») / 2// 7%;7 /AY_KE_IB »ff:lm;
s

DATE:

b
CITY OF st st

FLOW RESTRICTOR

Plotted by: Craig Dobyns on 12/31/2019 File |

PUBLIC WORKﬁ DERARTMENT~

[

STANDARD DETAIL: S—09.2




PTG BT T 8

%’ THRU ON 10%”
BC (6 PLACES)

g GASKET
2.75 //,— K x 1
DP SOCKET

o DRILL FOR
T [F= ¥.” MAC SCR
H & ESNA NUT
o 00| = E .50
misl @
A S TTT T =
H e \ Ll L] N

DRILL FOR 7/16—14 .50 DRILL THRU SCH 80 PVC
UNC 2AX 24" HEX 5" FOR 74g" CAP gégK§¥OgEGié?%§E
O “
: SEE DETAIL THIS
APPROVED EQUIVALENT SHEET FLANGETEOCKET
SHEAR GATE

NTS
PVC ELBOW, AFFIXED W/ PVC
CIRCUMFERENCE LENGTH ADHESIVE TO SADDLE, SECURED
l‘ |

OF OPENING SHALL BE

| 2" MIN.
DESIGN W.S. Ll g QVERFLOW W.S. =
Sl e L —6” MIN.
I < |
3/4” ¢ VERTICAL BAR ) "’%ﬁ‘”‘ PVC CAP AFFIXED
GRATE @ 4” 0.C. FOR 6" MAX. W/ PVC ADHESIVE
SECONDARY INLET TO ELBOW — ORIFICE
TO BE SPECIFIED
VERTICAL BAR GRATE ELBOW RESTRICTOR
NTS NTS NOTE:
HOTES: THIS DETAIL
USE A MINIMUM OF 54" DIA. TYPE 2 CATCH BASIN. IS FOR STORM
USE ONLY

1

2. OUTLET CAPACITY SHALL BE 100—YR. DEVELOPED PEAK FLOW.
3. RESTRICTOR TO BE MADE WITH NON—GASKETED PVC, SDR—35.
4

FLOW RESTRICTOR TO BE CONNECTED TO OUTLET PIPE WITH GASKETED CONNECTION
OR ROMAC COUPLER.

5. BASIN LID FRAME AND LADDER RUNGS OR STEPS ARE OFFSET SO THAT:
A. RESTRICTOR IS VISIBLE FROM TOP.
B. ACCESS SPACE IS CLEAR OF RISER AND RESTRICTOR.
C. COVER FRAME IS CLEAR OF CURB.

6. PROVIDE AT LEAST TWO 3”"x0.090 GAUGE TYPE 304 STAINLESS STEEL SUPPORT
BRACKET EPOXY ANCHORED 2” INTO CONCRETE WALL WITH MAX. 3’ VERTICAL
SPACING.

7. LOCATE ELBOW RESTRICTOR AS NECESSARY TO PROVIDE MINIMUM CLEARANCE AS
SHOWN. PIPE SIZES AND SLOPE PER PLAN. SHOW ALLOWABLE DISCHARGE "Q”

PAGE 2 OF 2
‘[APPROVED BY(T NGINEER DATE: T Pt FLOW RESTRICTOR
X / S lnee 7/ 7 / ‘Z/‘ (// meu‘;%ﬁ%

‘[PuBLIC_WORKS DEPARTMENT STANDARD DETAIL:  S—09a.2




Piotted by: Viad Rubashka on 1/10/2018 Fils location: M:\Construction Standard Details\Current Working DWG\Sewer and Storm\STDETL—S—10.1

CENTER OF UNIT

)~ JOINT
(INSTALLATION ak / C6x8.2
POINT) \ 12 //CHANNEL RAIL
CURB OPENING INLET NOTES: ) -
1. STRUCTURE SHALL BE MONOLITHIC © ™| g
AIR—ENTRAINED CLASS 3000
CONCRETE. :
2. HOT DIP GALVANIZE C6x8.2
CHANNEL & ANCHOR BOLTS AFTER
FABRICATION.
" NN
, ~
- D_. -
0 - | s
— R — N
"ﬁ_
C6x8.2 CHANNEL N
RAIL (MATCH TOP 8" 6" 8" 6" 3/4°x10
OF CURB) 7" (4) ANCHORS Y | WCT%, E;\%LTD
TYPICAL Al ? z
GUTTER ELEV. /‘ 1/4" TYP. AN | (TYP. OF 4)
—6:1 \_/ “-LID FACILITY
MARKER TO
NS 6" SWALE BED P AN BE PROVIDED
ROAD 22 Lo R — BY CITY
PAVEMENT SR SRRLLL, " (TYP. OF 2)
\\Q\:f\/\\,\ J A\
NI NS ’/\\/ ”
f- 36 L
3/4"x10” 7
ANCHOR BOLT, MODIFIED CURB
TYP. & GUTTER
SECTION A
NTS
C6X8_ 2 ” » ”» ” 2 ” ”» TOP OF
CHANNEL\ /‘ 15 28 LI /“CURB
B e s i /I~ ROADWAY

o R Sean TF
| <— MATCH ) NG
3/4"x10" ANCHOR BOLT ROADWAY JOINT GUTTER
W/ 1/4” WELD, TYP. SLOPE LINE
SECTION B
NTS
APPROV BY CITY ENGINEER: DATE: e COVERED CURB OPENING
/ ,@ T
nﬁ// S),(/L 20 Lot @ AUBURN INLET

COMMUNITY_DEVELOPMENT & PUBLIC WORKS DEPT.

STANDARD DETAIL:

S—10.1




BLIND FLANGE

BLIND OR SMALLER
FLANGE SIZE PIPE
CAPPED CROSS UNBALANCED TEE
CROSS
D.I. PIPE NOTE:
j SEE STD. DETAIL W—03
T FOR TYPICAL BLOW OFF
? = ASSEMBLY. MAINTAIN 2”
o2 — CLEARANCE BETWEEN
ws  —3 O | K CONCRETE AND PIPE
i
= i X FOR PIPE SIZES UNDER . )
SRR 12" USE 2 3/4” ¢ HOT 11 1/4" BEND 22 1/2" BEND
. DIPPED GALV. THREADED
g RENF. HOOH o 1B RODS FOR 12" & 14" USE
SHALL BE 2" BELOW MIN. F
TOP OF CONCRETE ¢ AZL’C" o HOT DIPPED
TIE BACK BLOCK '
it e,
SRAPE® | INTO CONCRETE)
MINIMUM ‘ I//BLOCK SHALL BE
_ AGAINST )
s UNDISTURBED EARTH 45" BEND
_t L DOWNWARD VERTICAL BEND

5

i

=

[}

L CONC. BLOCK

3 SYMMETRICAL TOP &

E] BOTTOM THRUST BLOCK TABLE

Z| NOTES; MIN. BEARING AGAINST UNDISTURBED SOIL
=

S| 1. BEARING AREA OF CONC. THRUST BLOCK IS BASED ON

3 200 PS| PRESSURE AND SAFE SOIL BEARING LOAD OF |PIPE @ @

" 0 PSF.

B 2R RS SIZE| 5.7 F1. | sa. FT. | sa. FT. | sa. FT. | sa. FT.
&| 2. AREAS MUST BE ADJUSTED FOR OTHER PIPE SIZES, 4 3 2 2 5
3 PRESSURES, AND SOIL CONDITIONS.

g 6" 4 3 2 2 2
2| 3. CONCRETE BLOCKING SHALL BE CAST IN PLACE AND = = = p 5 5
: HAVE A MINIMUM OF 1/4 SQUARE FOOT BEARING

| AGAINST THE FITTING. 10” 1 8 6 3 2
2| 4. THE BLOCK SHALL BEAR AGAINST THE FITTINGS ONLY |2 1° L 9 > 3
a AND SHALL BE CLEAR OF JOINTS TO PERMIT TAKING 14 22 15 12 6 3
5 UP AND DISMANTLING OF JOINT. ,

g 16 29 20 16 8 4
& 5. THE CONTRACTOR SHALL INSTALL BLOCKING ADEQUATE | 18" 36 25 20 10 5
38 TO WITHSTAND FULL TEST PRESSURE AS WELL AS TO [ 35 = 7 3

% 6
£ CONTINUOUSLY WITHSTAND OPERATING PRESSURE

£ UNDER ALL CONDITIONS OF SERVICE. Dy* 54 38 29 15 8
% 6. USE 2" THICK STYROFOAM TO FORM THE CONCRETE 24" Bk A a5 i 9
E BLOCKING. PLASTIC SHALL BE INSTALLED BETWEEN ALL | 28" 87 62 48 24 12
«

g CONCRETE BLOCKING AND FITTINGS. - PPy = " 28 ”
€| 7. RESTRAINED JOINTS ARE REQUIRED WHERE BEARING 36" 145 102 78 40 20
- SOILS OR FILL MATERIAL ARE DETERMINED BY THE -

& ENGINEER TO BE UNSUITABLE TO PROVIDE ADEQUATE 42 197 139 107 55 27
H BEARING LOAD, OR THIS SOIL HAS BEEN DISTURBED. 45" 257 181 140 - e
8

§| APPROVED BY CI'IZ() ENGINEER: DATE: AR S — WATER MAIN

; é/(/ Cf/ 3}@’0/(4 /”ij WASHINGTON BLOCKING
5[COMMUNITY DEWWILOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL: W-01.1




2” OPEN PATTERN, RETURN
BEND WITH 2” BEEHIVE STRAINER

NOTE: FOR LOCATIONS WITHOUT
CURB, AIR VAC. SHALL BE PLACED

VALVE, SCREWED AP

17 AIR & VACUUM
CO

NO. 143C OR EQUAL NOTCHED AT
., . BOTTOM
1" BRASS 90 ”ELBOW 1" BRASS
1" BRASS PIPE DIELECTRIC
UNION

k 4" PVC PIPE,

NOTES:

éTEg’CLQ,’[PE ON PROPERTY SIDE OF DITCH. IF
! NO ROOM IS AVAILABLE, INSTALL
2-2" 90° CULVERT IN DITCH WITH AIR VAC.
ELBOWS, GALV. INFILL OVER CULVERT.
‘ 2" X ,I"
REDUCER
1" STEEL PIPE
+ 17 UNION
d—
N 1” STEEL PIPE
17 90° ELBOW C.l. VALVE BOX & VALVE BOX
1" NIPPLE COVER, SEE STD. DETAIL W—18
: 1" BRASS
: CLOSE -
NIPPLE NI
=
0
i | Z 1" POLYETHYLENE
¥ = WITH TRACER WIRE
> (%
’:gz- 1”X90" COUPLING
ES MUELLER B—25008N
y
RC\J -3
1" STRAIGHT
COUPLING,

MUELLER H15451N
1" CURB VALVE,
MUELLER B—20200N

CORP. STOP
MUELLER B—20045

1. AIR VALVE TO BE INSTALLED IN 17" X 30" HUBBELL QUAZITE OR ARMORCAST METER
BOX W/ DUCTILE COVER, EAST JORDAN IRON WORKS (OR APPROVED EQUIVALENT).

2. BED WITH 34" WASHED ROCK, PASSING 1%” AND RETAINED ON }” MESH FOR DRAIN.

3. POLYETHYLENE PIPE SHALL BE AS SPECIFIED IN SECTION 9-30.6(3) OF THE
CONSTRUCTION STANDARDS AND THE CONTRACT PROVISIONS.

4. DIELECTRIC UNIONS ARE REQUIRED FOR JOINING DISSIMILAR MATERIAL TYPES.

5. MAINTAIN POSITIVE GRADE FROM MAIN TO VALVE.

6. IN LIEU OF 2" BEEHIVE STRAINER, CONTACT CITY WATER DEPT. FOR LIST OF DOH

APPROVED STRAINERS.

APPROVED Cy NGINEER: DATE:
éZ- erlng 01/05/2021

;CITYOP A~

WASHm RELIEF VALVE DETAIL

TYPICAL AIR AND VACUUM

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—-02.3

PUBLIC WORKS DEPARTMENT

STANDARD DETAIL: W—-02.3



jsweeti
Date
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DOUBLE STRAP

SADDLE, SEE NOTE 2 TRACER WIRE,
WATERJ\. TRACER WIRE (SEE NOTE 4
MAIN CONNECTED TO ‘
SADDLE BOLT \
[
T | — W

i )
| ___—CAP OR 17”x30” HUBBELL QUAZITE OR

ARMORCAST METER BOX W/ LID
(OR APPROVED EQUIVALENT)

(L

UNDISTURBED
GROUND

PLAN 2” I.LP.T. (FEMALE) X 25
CONCRETE N.S.T. (MALE) ADAPTER &
BLOCKING 2" NST BRASS LUG CAP
AS REQD TRACER WIRE,
Cl VALVE BOX PER SEE NOTE 4 .
STD. DETAIL W—18 . |2
=

2” BRASS PIPE |

A
[ N A
MUELLER, H—15428N I
STRAIGHT COUPLING — \J\
MIP x 110CTS OR N : |z
FORD C84—77—Q-NL S S
STRAIGHT COUPUNG//_\

J’ﬂ\\ '

[ 2"-90" BRASS
ELBOW

/

2" GATE VALVE, THREADED
W/ 2" OPERATING NUT,

TRACER WIRE,
SEE NOTE 4

MUELLER B—2969N 2” POLY PIPE, MUELLER A—2360N
CORP. STOP W/ H—15451N LENGTH AS REQD,
OUTLET COUPLING OR FORD SEE NOTE 1 10 CU. FT. WASHED ROCK
FB500—7—-NL W/ C14—77—Q-NL PASSING 1}5” AND RETAINED
OUTLET COUPLING ON }4” MESH FOR DRAIN.
ELEVATION Y

NOTES:

1. 2” POLY PIPE SHALL BE AS SPECIFIED IN SECTION 9—30.6(3) OF THE CONSTRUCTION
STANDARDS AND THE CONTRACT PROVISIONS.

2. SADDLE SHALL BE AS SPECIFIED IN SECTION 9—30.6(1) OF THE CONSTRUCTION STANDARDS

AND THE CONTRACT PROVISIONS.

3. FOR LOCATIONS WITHOUT CURB, BLOWOFF SHALL BE PLACED ON PROPERTY SIDE OF THE
DITCH. IF NO ROOM IS AVAILABLE, INSTALL CULVERT IN DITCH W/ BLOWOFF INFILL OVER

CULVERT.
4. TRACER WIRE SHALL BE INSULATED #10 COPPER WIRE, BARED AT ENDS.
APPROVED, Cl NGINEER: DATE: ; ' »
NEE 2" PERMANENT BLOW OFF
%«%& 01/05/2021 AQBWHM ASSEMBLY

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—03.3

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: W—03.3
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DEAD END 17"x30” HUBBELL QUAZITE OR
WATER MAIN ARMORCAST METER BOX W/ LID

M.J. CAP WITH 2"
THREADED HOLE

PROVIDE TEMPORARY
/ REMOVABLE THRUST

(OR APPROVED EQUIVALENT)

2” BRASS BLOCKING TRACER

NIPPLE \ WIRE
A — VARIES /

vl ) [T (= -

BRASS =~ 3

ELBOW

\
\
\ X
» 2” POLY PIPE
2" BRASS PIPE,
LENGTH SHALL BE (FIP x 110CTS

6” MIN. OUTSIDE OF COUPLING) p| AN
CONC. BLOCKING.
TRACER WIRE

Cl VALVE BOX PER

2" 1.P.T. (FEMALE) x 2"
N.S.T. (MALE) ADAPTER &

2)," NST BRASS LUG CAP

WRAP END OF PIPE bIPE
ASSEMBLY W/ 4 MIL.
PLASTIC SHEET PRIOR
TO POURING CONCRETE

STD. DETAIL W—18\
2” BRASS ,1 x

~

THRUST BLOCKING
(BLOCKING NOT SHOWN (MIP x 110CTS COUPLING)

FOR CLARITY)

2”_905
BRASS
ELBOW

TRACER

18”
MIN.

I

— 2"—-90° BRASS
ELBOW

WIRE

2" POLY PIPE,
LENGTH AS REQ'D

TRACER WIRE
CONNECTED

70 BOLT (FIP x 110CTS

COUPLING)
ELEVATION
NOTES:

\2" GATE VALVE, THREADED

W/ 2" OPERATING NUT,
MUELLER A—2360N

10 CU. FT. WASHED ROCK
PASSING 1}5” AND

RETAINED ON )" MESH
FOR DRAIN.

1. 2" POLY PIPE SHALL BE AS SPECIFIED IN SECTION 9-30.6(3) OF THE
CONSTRUCTION STANDARDS AND THE CONTRACT PROVISIONS.

2. TEMPORARY BLOWOFFS SHALL BE USED ON ALL DEAD END WATERLINES WITH
LOCATION OF BLOWOFF BOX AS SHOWN ON THE PLAN OR WHERE DIRECTED BY
THE ENGINEER.

5. TRACER WIRE SHALL BE INSULATED #10 COPPER WIRE, BARED AT ENDS.

4. GATE VALVE SHALL BE AS SPECIFIED IN SECTION 9-30.3(1) OF THE
CONSTRUCTION STANDARDS AND THE CONTRACT PROVISIONS.

Plotted by: Craig Dobyns on 12/31/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—04.3

/ “ WASHINGTON

APPROVED Cl NGINEER: DATE: : -
TEMPORARY BLOW OFF
éz'%/% 01/05/2021 | AUBURN

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: W—04.3
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3 I W

SIOE ARGREZ T ORI A WD

N3 LT

N\ EEIR SRS P Iy

@t

(PAINTED
GREEN) — =
ROADWAY :
SIDEWALK % [
CONC. PAD
FINISH GRADE 12" CENTERED
W MIN, i | AROUND BASE
S SSTRe R % SIS
! Cl VALVE BOX
PER STANDARD __»
DETAIL W—18

42" MIN.
COVER

DIRECT TAP AWWA
TAPER x 110 CTS

SADDLE TAP

(N
2
SS
<5
s’
H
@\"
T

* SADDLES FOR 1)%” OR

2" PIPE TAPS SHALL BE

EPOXY COATED OR

E—COATED DUCTILE IRON

W/ DOUBLE STAINLESS
STEEL STRAPS &
NEOPRENE GASKETS.
SADDLES SHALL HAVE
[.P.S. FEMALE THREADS

NOTES:

NIPPLE LENGTH AS
NEEDED TO CLEAR

9 THREAD INTO

VALVE BOX CURB VALVE
MATERIAL LIST
ITEM NO. |DESCRIPTION FORD PART # |MUELLER PART #

#(1)  |1” SADDLE LP.T. MIPx110 CTS [N/A N/A

(2) |1” corp sTOP FB1000-4-Q  |B—25008N
(3)  |1” TYPE K COPPER N/A N/A

(+)  |1” FIP COMPRESSION ADAPTOR [C14-44—Q—NL [H—15451N
(5)  [1” COMPRESSION x 1" MIP__ |CB4—44—Q-NL |H—15428N
(6) [1” BALL CURB FIP x FIP B11—444W—NL |B—20200N
(7)  |1” BRASS UNION N/A N/A

1" BRASS NIPPLE N/A N/A

(9) |1" 90" BRASS STREET ELL  [N/A N/A
KUPFERLE ECLIPSE #88-SS  |N/A N/A

1. ALL PIPE AND FITTINGS TO BE ASSEMBLED W/ TEFLON AND PIPE DOPE UNLESS OTHERWISE NOTED.

2.
5

SERVICE LINES SHALL BE INSTALLED PERPENDICULAR TO THE WATER MAIN.
THE SERVICE LINE SHALL BE INSTALLED TO ALLOW FOR THE FAR SIDE OF THE SAMPLE STATION TO

BE INSTALLED IN THE ROW OR EASEMENT LINE, UNLESS OTHERWISE DIRECTED BY THE CITY.

APPROVED BY CITY ENGINEER:

DATE:

4”'4/ ,/9(/7/—"/ /2/////»;

o

AR

WASHINGTON

WATER SAMPLING
STATIONING DETAIL

FRAT Wy Wi

PUBLIC WORKS DEPARTMENT

A

STANDARD DETAIL:

W—05.2




SHUTOFF VALVE
INSTALL TEE AFTER UNION

DOMESTIC WATER
SERVICE METER

| DOMESTIC WATERLINE

|

| TO LANDSCAPE

U ) IRRIGATION

[

TO WATER MAIN

_- 3
¥

PROPERTY OWNER TO BACKFLOW
INSTALL AND MAINTAIN PREVENTION

I
I
I
VALVE AFTER "TEE” ASSEMBLY
I
QiD\E, ROW, OR EASEMENT LINE

NOTES:
1. BACKFLOW ASSEMBLY SHALL BE PER DESIGN STANDARDS.
2. THIS DETAIL IS APPLICABLE TO SINGLE FAMILY RESIDENCE ONLY.

APPROVED Cl NGINEER: DATE: : P ” ”
4 ey | 3/47 TO 27 IRRIGATION FROM DOMESTIC
é’"’%/ﬂ 01/05/2021 | AUBURN SERVICE LINE (SINGLE FAMILY)

# WASHINGTON

Plotted by: Craig Dobyns on 12/30/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—06.3

PUBLIC WORKS DEPARTMENT STANDARD DETAIL: W—06.3
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5 1/4" M.V.0. HYDRANT

W—07.2

SETTING DETAIL

STANDARD DETAIL:

" WASHINGTON

DATE:

=2/2p

INEER:

CITY

ENG

APPROVED B

|81

L

COMMUONITY  DEVELOPMENT & PUBLIC WORKS DEPT.

T'L0-M—U3AS\#eIPM\OMA Buptiop JueLIND\8iiD}eq PJDPUDIS LORONASUOD\W :UORDSO| o4 BLOZ/SL/Z uo sukqog BipiD :Aq peyold



ROCK WALL
OR OPTIONAL
KEYSTONE BLOCKS

5 RADIUS,
CLEAR DISTANCE

EXISTING
GROUND

SURFACE 5

e

GUARD POST, 9” ROUND X 6'—0" LONG
REINFORCED CONCRETE, PER SECTION
9-30.5(6) OF THE STANDARD
SPECIFICATIONS TYPICAL OF 2.

MIN. AREA OF LEVEL

GROUND SURFACE
FIRE HYDRANT SEE

STD. DETAIL W—-07

\ A I

IZJQ>

65

Y

b

A

'y

b
\
\\/ //\; /\\/ <\\

LA
ERYSN

GUARD POST (ONLY
WHEN SPECIFICALLY
REQUIRED AS SHOWN
IN THE PLAN)

CONMMUNITYC DEVELOPMENT & PUBLIC WORKS DEPT.

1 GUARD POST

g ELEVATION

& 5’ |

d  MNN "\%

) n:ﬁ:(: 5

'g |

: ®([)

5 T

g ;! T w2

2 ” — N Lo E

g 6” CONC. SLAB U Al ala b

5 4’ X 4 MIN. “f =

§ it 7 N °

§ T LA -

S 1 s | ¢

5 NOTES: < | P

8| 1. SEE PLAN FOR WALLS =l \%s

- EXCEEDING 4'—0” IN S

g HEIGHT. S | B FILL

N

2 e \

S ‘ EXISTING GROUND
§ NZNZNZNZN SURFACE

E‘ \\\\‘\\\\\ \\\\

§APPR0V 01/05P2081 AW FIRE HYDRANT LOCATION IN CUT
3 o‘f—/i;j f)}% 87//5’/ 20l - /MB OR FILL W/ GUARD POSTS

STANDARD DETAIL: W—08.1
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LINE TO BUILDING

( FIRE SPRINKLER

NS

CONSTRUCTION NOTES:

PEEG @OEOPEH GLWEOE

7-

j_g(i)

A
R.O.W. LINE

"

‘ kDOMESﬂc SERVICE
(8) LINE TO BUILDING
|

2" POLYETHYLENE SERVICE PIPE. <—q>—>

) PUBLIC ' PRIVATE
2” SADDLE.

2" CORPORATION STOP.

CURB VALVE WITH COUPLINGS AND LOCK WING EARS, ENCASED VERTICALLY BY 3" DIA.
SCH. 40 PVC PIPE, NOTCHED AT BOTTOM TO FIT OVER COUPLINGS. FIRE LINE PVC PIPE
SHALL BE PAINTED RED TO IDENTIFY AS A FIRE LINE.

METER YOLK WITH SPACER PIPE W/ HOLE IN SPACER. DO NOT INSTALL GASKETS.

17"x30" METER BOX.
ADAPTER COUPLING, TEMPORARILY CAP IF PRIVATE SIDE CONNECTION IS NOT READY.

SHUT OFF VALVE ON DOMESTIC LINE (CUSTOMER TO INSTALL AND MAINTAIN).
2"x2”x*” TEE, WHERE *” IS METER SIZE IN INCHES (1” MINIMUM) FOR DOMESTIC LINE.

BACKFLOW PREVENTION ASSEMBLY ON FIRE SPRINKLER LINE (CUSTOMER TO INSTALL AND
MAINTAIN).

#10 INSULATED COPPER TRACER WIRE.
2" ADAPTER (MIPXCOMP)

*" BRASS NIPPLE, LENGTH AS NEEDED.
*” BRASS ELBOW

=
o
=
m
%]

=Y

= o 1o

o

6.

THIS DETAIL IS APPLICABLE TO SINGLE FAMILY RESIDENCES ONLY.
CONNECTION TO CITY WATER MAIN PER CITY OF AUBURN REQUIREMENTS.
BACKFLOW PREVENTION ASSEMBLY SHALL BE PER DESIGN STANDARDS.

PLANS FOR SEPARATE FIRE SPRINKLER LINE MUST BE SUBMITTED AND
APPROVED BY THE FIRE MARSHAL PRIOR TO INSTALLATION.

NO DETAIL IS REQUIRED FOR FLOW—THROUGH FIRE SPRINKLER SYSTEMS.

APPROVED BY CITY EN@NEER DATE:
C m - /4:& 47/ ‘2/2c/g

SEE STANDARD DETAIL W—15 FOR MATERIAL SCHEDULE.

, URN 2” FIRE SPRINKLER LINES WITH
JBUIRIN | 3/4” to 2" DOMESTIC SERVICE LINE

‘[PUBLIC

WORKS DEPARTMENT ol STANDARD DETAIL: W—-09.3




4

* TYPE K COPPER, OR
POLYETHYLENE SERVICE
PIPE WITHOUT JOINTS
BETWEEN CORPORATION
STOP & ADAPTER
COUPLING

CURB VALVE INSIDE
METER BOX SHALL
BE CASED BY

A/

DRILL HOLE PUBLIC PRIVATE
SPACER PIPE W/ TAILPIECE TO R.O.W. © L
O HOLE IN SPACER (DO LINE (187 MINIMUM =
NOT INSTALL GASKETS) BEYOND METER) <
7 R 'S
Z | oz
< :
= _ ! .
o A - pE. o T ———— —
Ll I -
< |
<C R
= R o g |
— ADAPTER COUPLING, CAP
PLAN END IF PRIVATE SERVICE
LINE IS NOT AVAILABLE.
PUBLIC PRIVATE

ADAPTER COUPLING,
CAP END IF PRIVATE
SERVICE LINE IS NOT

AVAILABLE.

R.O.W. LINE

SPACER PIPE W/
HOLE IN SPACER

(DO NOT INSTALL
GASKETS)

N ——} {
8"X3” DIA. SCH 40 |i )
PVC PIPE, NOTCHED >
AT BOTTOM TO FIT |
OVER COUPLINGS

A

™

COVER

|

18" MIN.

g ¢

6” OF 24” CRUSHED
SURFACING TOP
COURSE

THREADED BRASS
NIPPLE, LENGTH
AS REQ'D

SEE STANDARD DETAIL W—15 FOR MATERIAL SCHEDULE.

ALL DOMESTIC SERVICE LINES FROM THE WATER MAIN,
INCLUDING THE METER YOLK, SHALL BE A MINIMUM OF
1”7 IN DIAMETER.

METER PROVIDED BY CITY, CONNECTIONS MADE FROM
EXISTING WATER MAIN SHALL BE INSTALLED BY THE
CITY OF AUBURN AND PAID FOR BY THE APPLICANT OR
CONTRACTOR.

METER LAY LENGTH 1" METER = 10-3/4"

45° MIN.
60" MAX.

ELEVATION

TAILPIECE TO
R.O.W. LINE (18"
MINIMUM BEYOND
METER)

* |F 1" POLYETHYLENE IS USED:
SERVICE PIPE W/OUT JOINTS BETWEEN
CORP. STOP AND CURB VALVE AND
WRAPPED W/ #10 INSULATED COPPER
TRACER WIRE. ATTACH BARE TRACER
WIRE TO CORP. STOP AND WRAP IT
AROUND THE HDPE PIPE AND METER
SETTER AS SHOWN W/ HIGH TORQUE
SMOOTH STAINLESS STEEL HOSE
CLAMPS. A MINIMUM OF 8" BARE WIRE
SHALL PROTRUDE PAST CLAMP AT THE
METER SETTER

Plotted by: Craig Dobyns on 12/30/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL-W—13.4
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WATER

MAIN

SPACER PIPE W/
HOLE IN SPACER

(DO NOT INSTALL
GASKETS)

PUBLIC ~——=—

ADAPTER COUPLING, PRIVATE
CAP END IF PRIVATE
SERVICE LINE IS NOT
AVAILABLE

R.O.W. LINE

T RY
\
)

7

——]

e

I

TAILPIECE TO

R.O.W. LINE
(18" MINIMUM
BEYOND METER)

[ LS __/’ —
/ PLAN
DRILL HOLE

0 SERVICE PIPE W/OUT JOINTS BETWEEN CORP. STOP AND CURB VALVE AND WRAPPED

W/ #10 INSULATED COPPER TRACER WIRE. ATTACH BARE TRACER WIRE TO CORP. STOP
AND WRAP IT AROUND THE HDPE PIPE AND METER SETTER AS SHOWN W/ HIGH
TORQUE SMOOTH STAINLESS STEEL HOSE CLAMPS. A MINIMUM OF 8" BARE WIRE SHALL

]

CURB, GUTTER
AND SIDEWALK

PROTRUDE PAST CLAMP AT THE METER SETTER
PUBLIC ——Q0—=—

INSTALL CAST IRON
VALVE BOX (8" LONG, TOP
SECTION AND COVER) W/
4" DIA. SCH 40 PVC PIPE.
NOTCHED AT BOTTOM TO
FIT OVER COUPLING

PRIVATE

L60° MAX.
WATER MAIN
NOTES:

SPACER PIPE W/ HOLE IN SPACER |
OR ALL THREAD W/ WASHERS SETI3
TO THE LAY LENGTH OF METER =
,\ (DO NOT INSTALL GASKETS) S
1 ;
I
MAX. 6
T T
ol zle |
J S |W I
o — .13 | !
- T @ @) 1 \
> A
|
)
8
OF 5/8"
5 CRUSHED
SURFACING
DRILL HOLE TOP COURSE
ADAPTER@
1)TAILPIECE TO

THREADED BRASS
NIPPLE, LENGTH AS
REQD

ELEVATION

R.O.W. LINE (18"
MINIMUM BEYOND

METER)

COUPLING, CAP
END IF PRIVATE
SERVICE LINE IS
NOT AVAILABLE

4

SEE STANDARD DETAIL W—15 FOR MATERIAL SCHEDULE.

ALL DOMESTIC SERVICE LINES FROM THE WATER MAIN TO THE ADAPTER COUPLING,
STRAIGHT COUPLING, OR CURB VALVE, SHALL BE A MINIMUM OF 1” IN DIAMETER.

METER PROVIDED BY CITY, CONNECTIONS MADE FROM EXISTING WATER MAIN SHALL BE
INSTALLED BY THE CITY OF AUBURN AND PAID FOR BY THE APPLICANT OR
CONTRACTOR.

METER LAY LENGTHS: 1.5" METER = 13" || 2" METER = 17"

Plotted by: Craig Dobyns on 12/30/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—-W—14.2
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IRON W
FEMAL

WATER SERVICE MATERIAL SCHEDULE

@ THE CITY OF AUBURN ALLOWS 1-1/2" TO 2" POLYETHYLENE SDR-9 (IN COPPER TUBE SIZES) W/
STAINLESS STEEL LINERS IN ALL COUPLINGS & WRAPPED W/ A #10 INSULATED COPPER TRACER
WIRE. FOR 1” COPPER, IT SHALL BE TYPE K COPPER TUBING W/OUT TRACER WIRE FOR WATER
SERVICE & TAILPIECE CONNECTION, IN ACCORDANCE W/ STANDARD SPECIFICATION SECTION
9—30.6(3). ALL CONNECTIONS TO POLYETHYLENE OR COPPER TUBING SHALL BE W/ MUELLER 110
COMPRESSION CONNECTIONS OR EQUAL. TAILPIECE SHALL EXTEND TO R.O.W. LINE (18" MINIMUM
BEYOND METER) & SHALL BE THE SAME SIZE AS THE SERVICE LINE.

SADDLES FOR 17, 1—1/2", OR 2" PIPE TAPS SHALL BE EPOXY COATED OR E—COATED DUCTILE

DOUBLE STAINLESS STEEL STRAPS & NEOPRENE GASKETS. SADDLES SHALL HAVE I.P.S.
THREADS.

. CONTRACTOR SHALL FURNISH & INSTALL PRIVATE SERVICE LINE SHUT—OFF VALVE & RISER. FOR
CAPITAL PROJECTS, SEE CONTRACT DOCUMENTS, OTHERWISE PROPERTY OWNER TO INSTALL PRIVATE
SERVICE LINE SHUT-OFF VALVE AT POINT OF CONNECTION.

METER LOCATIONS:

1) WHERE LANDSCAPE STRIPS ARE PLANNED OR EXIST, THE METER & METER BOX WILL BE PLACED
BETWEEN THE BACK OF THE CURB & THE SIDEWALK, ADJACENT TO THE SIDEWALK IF ROOM PERMITS;

2) WHERE THE SIDEWALK IS LOCATED ADJACENT TO THE BACK OF THE CURB OR THE LANDSCAPE STRIP
IS TOO NARROW TO ACCOMMODATE THE METER BOX, THE METER & METER BOX WILL BE PLACED
ADJACENT TO & AT THE BACK OF SIDEWALK;

3) WHERE METERS & METER BOXES ARE LOCATED IN THE STREET OR SIDEWALK OR IN LOCATIONS WHICH ARE
SUBJECTED TO VEHICULAR TRAFFIC, INCLUDING DRIVEWAYS, ETC., A TRAFFIC BEARING METER BOX & LID OF
APPROPRIATE LOAD RATING SHALL BE PROVIDED AS SPECIFIED (EAST JORDAN IRON WORKS, OR EQUAL).

4) LOCATE CURB VALVE IN THE METER BOX WHERE POSSIBLE & 1 FT. OUTSIDE IF NO ROOM INSIDE
METER BOX IS AVAILABLE.

5) OFF STREET METER LOCATION SHALL BE APPROVED BY THE CITY.

SCHEDULE NO.

SERVICE LINE SIZE & MUELLER/FORD CATALOG NO.

OR APPROVED EQUAL

& PART N
17 1-1/2 2"

DIRECT TAP_OPTION: MUELLER B—2969N W/ MUELLER B—2969N W/
MUELLER B—25008N OR H—15451N OUTLET COUPLING H—15451N OUTLET COUPLING
FORD FB1000—4-Q-NL OR FORD FB500—6—NL W/ OR FORD FB500—7—-NL W/
SADDLE OPTION: C14—66—Q—NL OUTLET C14—77—Q—NL OUTLET

(3) CORP. STOP MUELLER B—20013N W/ COUPLING COUPLING

: H—15451N OUTLET COUPLING

OR FORD FB500—4—NL W/
C14—44—Q—NL OUTLET
COUPLING

(2) CURB VALVE MUELLER B—20200N OR MUELLER B—20200N OR MUELLER B—20200N OR
FORD B11—444W—NL FORD B11—666W—NL FORD B11—777W—NL
MUELLER B—2404R—2N W/ MUELLER B—2423—N W/ MUELLER B—2423-N W/
H—14222N INLET & H—14227N | H—15428N OUTLET COUPLING | H—15428N OUTLET COUPLING

(5) METER YOKE OUTLET COUPLINGS, 12” RISER | OR FORD OR FORD
W/ MUELLER H—10879 VBH76—-12B—11-66—NL VBH77-12B—-11-77—-NL
5/8”x3/4”x1” ADAPTERS FOR | W/ C84-66—Q—NL OUTLET W/ C84—77—Q-NL OUTLET
3/4” METERS COUPLING, 12" RISER COUPLING, 12” RISER

(6) METER BOX

HUBBELL QUAZITE OR ARMORCAST
(NOT PERMITTED FOR USE IN
PEDESTRIAN PATHWAYS) 13"x24"x12"
POLYMER CONCRETE BOX & COVER
W/ READER LID & 2" AMR PORT
W/ (2) 2 % X 3 MOUSEHOLES
(BO3132412M)

HUBBELL QUAZITE OR ARMORCAST (NOT PERMITTED
FOR USE IN PEDESTRIAN PATHWAYS), 17"x30"x12”

POLYMER CONCRETE BOX & COVER W/ READER LID
& 2” AMR PORT & W/ (2) 2 % x 3 MOUSEHOLES
(B03173012M)

@ COUPLING MUELLER H—-15428N OR MUELLER H—15428N OR MUELLER H—-15428N OR
FORD C84—44—Q—NL FORD C84—-66—Q—NL FORD C84—-77—Q—NL
‘ SHUT-OFF MUELLER B—20200N W/ B—20298-99000 LEVER HANDLE,
VALVE W/ 8" IRRIGATION BOX AND 6" PVC RISER

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—15.5
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METER METER LENGTH MIN. MIN. MIN. OLDCASTLE GRANITE
size |MAINLINE| BYPASS [ "r o' roFiG. | LENGTH | WIDTH |HEIGHT | VAULT MODEL* | VAULT MODEL**
3" 3" D.I.P. 3” D.IP. 17" 8'—4" 4'—4” 6’2" 4484—LA 4x8 MV
4” 4” D.I.P. 4” D.I.P. 20" 8'—4" 4'—4 6’ —2" 4484—A 4x8 MV
6” 6” D.I.P. 6” D.I.P. 24" 10'—6" 5-0" 6’—2" 5106—LA 5x10 MV
8” 8" D.I.P. 8” D.I.P. 30 1/8" 12'-0" 6 -0 6’-5" 612—LA 6x12 MV
10” 10” D.I.P. 10" D.I.P. 41 7/8" 14'-0" 8'—-0" 6’—5" 814—LA 8x14 MV
** OR APPROVED EQUAL ~ =
[
6" o - >
MIN. ﬁ [ VAN
| | o
[ [ 0.
\\ ‘ N O
e S e —
OUTLET \@ | \‘ ’ INLET
\ \ \
| | | 5
A = N MIN.
PLAN "
NTS MIN.
| 7] |
\ 7
- = \
@\ r
\
\
\
\ ~|Z
|
)\ 5 E
e ﬂEH — —
OUTLET ﬂ \
L2
N=
777777777 |
0
S— ® ELEVATION
NTS Page 1 of 2
APPROVED Cl NGINEER: DATE: . > »
3" OR LARGER WATER
éz‘%& 01/05/2021 | AGBURN METER INSTALLATION

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—16.3
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NOTE:

IF DEPTH OF NUT IS GREATER
THAN 7 FEET, CONTRACTOR
TO PROVIDE NUT EXTENSION

Cl VALVE BOX
DROP COVER, PER
STD. DETAIL W—18

| 18" CI VALVE BOX
L« Top. PER STD.
DETAIL W—18

C.l. VALVE BOX BOTTOM (OR

APPROVED EQUAL) LENGTH AS
NEEDED, PER STD. DETAIL W-19

5” DIA. C.I. SOIL PIPE

(OR APPROVED EQUAL)

—— LENGTH AS NEEDED, PER
STD. DETAIL W—19

A\

T 2” SQUARE
OPERATING NUT

i

=

T

N~

11
Hi
eeme)

Plotted by: Craig Dobyns on 7/13/2016 File location: M:\Construction Standard Details\Approved Drawing Files (dwg)\Water\STDETL-W—17.1
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APPROVED BY CITY ENGINEER: DATE: crvor et VALVE WRENCH
A/@ % Sls /2@/(0 AUBBRN EXTENSION BOX
COMMUNITY DEX¥ELOPMENT & PUBLIC WORKS DEPT. STANDARD DETAIL:  W—17.1
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TOP VIEW

8y8n
67/8”

63/4"

11/169)

ALIGN LID EARS
WITH DIRECTION

OF MAIN
7/8" ] X
Bl | R &
. s i\ 5
N\

TOP VIEW

BOTTOM VIEW
‘o
| ™
P — 1 . :L‘(_)
———IC Y/ IDIA. :I o R
2 5/»
RN 694" DIA. 554"
T ] 6%
63"
734 " VALVE BOX
| DROP COVER
NOT TO SCALE
18" CAST IRON VALVE
BOX TOP & COVER
NOT TO SCALE
APPROVED BY CITY ENGINEER: DATE: TV OF , C.l. VALVE BOX TOP &
Oéﬁ/ /;{/Lﬁf; 12/2efr | SURN VALVE BOX COVER
A

{[PUBLIC WORKS /DEPARTMENT

STANDARD DETAIL: W—18.5




5 3/8" ¢ —= o
-5 3/16" ¢
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N ; ~
0 o\
[Ce}
& -~ 55/16" ¢ 3q
D 5 3/8" ¢ —= ~
A ”
” a T : ~= 5 3 8 ¢
i 55/16" 0 — 3, | /”
I 1" LETTERS
s TYP.
61/8" @ = I | /( )
N D’_"DF_'
7o) V.
- -6 13/16" 8 © ! 0P S
0 A
SINGLE HUB 5” C.. SOIL PIPE 4 a ﬁ
VALVE_BOX EXTENSION i A
NOT TO SCALE ) N
: 0
— - 55/8" @ ' N
51/8" ¢ —=| =
| D
DOUBLE HUB 5" C.. SOIL A
PIPE VALVE BOX EXTENSION T
Z NOT TO SCALE E
Ly by
D ~
< e
N 1 Z
T|ET< |
N >‘ R '
<%
o My
0= 2 -
Jo © / \
AL
= g )
71/2" ¢
13/16” ¢
- -8 3/4" @

C.l. VALVE BOX BOTTOM
NOT TO SCALE

APPROVED BY CITY ENGINEER: DATE: Ty OF ‘__sﬂ’:;,.f, 5" Cl SOIL PIPE T
AGBOURN | ¢,
/ﬁ% % g/S'/Za/b " WASHINGTON & C.I. VALVE BOX BOTTOM

Plotted by: Cralg Dobyns on 7/13/2016 Flle location: M:\Construction Standard Details\Approved Drawing Files (dwg)\Water\STDETL-W—18.1
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PUBLIC —=——(

DOMESTIC
WATER METER

Dp—=— PRIVATE

SIZE OF SERVICE TO DOMESTIC
B MATCH METER SIZE WATER LINE
|
| g \
| | N L
i L L
|z | Zl = |y BACKFLOW
< = | > Q | 5
| < =z IRRIGATION ¢ |3 PREVENTION
|| o~ |~ METER ASSEMBLY
| o | >
|_
£ 4 ] [ —= IRRIGATION
1| LINE
| = | .
1< GATE VALVE | BACKFLOW
| OR CORP STOP ‘ PREVEN TION
| DEPENDING ON ASSEMBLY
| METER SIZE
| = FIRE SPRINKLER LINE
] TO EACH BUILDING
L SHALL HAVE BACKFLOW
PREVENTION ASSEMBLY
INSIDE BUILDING
NOTES:
1. CONNECTION TO CITY WATER MAIN PER CITY OF AUBURN REQUIREMENTS.
2. BACKFLOW ASSEMBLY IS REQUIRED ON FIRE SPRINKLER, DOMESTIC, & IRRIGATION

LINES. TYPE OF ASSEMBLY SHALL BE PER DESIGN STANDARDS.

5. PLANS FOR SEPARATE FIRE SPRINKLER LINE MUST BE SUBMITTED & APPROVED BY
THE FIRE MARSHAL PRIOR TO INSTALLATION, AND SHALL BE DESIGNED BY A FIRE

PROTECTION ENGINEER.

* FOR METERS 2" OR LESS USE CORP STOP & FOR METERS LARGER THAN 2" USE
GATE VALVE WITH 2" STANDARD OPERATING NUT & COA VALVE BOX TO SURFACE.

Plotted by: Craig Dobyns on 12/30/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—W—20.3
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DWE\Woter\STDETE

PUBLIC PRIVATE

" INSULATED
== PROTECTIVE
ﬁ: ENCLOSURE 8" MIN.
TYP.
)
SIS
il
FROM WATER — SN | T | TO DOMESTIC OR
METER OR i ——i ¢ - — “INDUSTRIAL USE >
MAIN
” ‘
PROPERTY OWNER TO 3
INSTALL AND MAINTAIN . PLAN
VALVE AT THE POINT ; NTS
OF CONNECTION
3" MIN. WHEN N INSULATED PROTECTNE
VALVE IS 3 ENCLOSURE
MIN.
RS IEN DOH APPROVED
. . REDUCED PRESSURE
i ~NZ 3" MIN. WHEN BACKFLOW ASSEMBLY
“|Z  VALVE IS i
© FULLY OPEN ——=—3" MIN. TYP.
6” MIN. 7
~p . INSTALL UNIONS TYP.
e T /FOR 2” AND SMALLER
AN IS ASSEMBLIES
SECTION . DRAIN, TYP.
NTS BOTH ENDS
i :r . ]
Z | - ’
S| |
| O [l | :
= | | SLAB PVC
| = | SLEEVE
—p - Hr— ¢ =
— ELEVATION
NOTES: NTS

1.

4.

2

INSULATED PROTECTIVE ENCLOSURE MUST COMPLY WITH THE AMERICAN SOCIETY OF SANITARY
ENGINEERING (ASSE) 1060 OUTDOOR ENCLOSURES FOR BACKFLOW PREVENTION ASSEMBLIES.
IT SHALL BE LOCKABLE WITH A KEY LOCK OR PADLOCK AND SHALL ALLOW FOR MINIMUM
CLEARANCES AND PROVIDE ADEQUATE DRAINAGE.

RPBA SHALL BE INSTALLED ADJACENT TO THE METER AND HAVE NO BRANCH CONNECTION
BETWEEN THE METER AND THE BACKFLOW ASSEMBLY. INSTALL RPBA HORIZONTALLY.

BACKFLOW ASSEMBLY MUST BE APPROVED FOR USE IN WASHINGTON STATE BY THE

DEPARTMENT OF HEALTH (DOH). IT MUST BE TESTED BY A STATE CERTIFIED "BAT” AT THE
TIME OF INSTALLATION, ANNUALLY, AFTER THE ASSEMBLY IS REPAIRED, MOVED OR AFTER AN
INCIDENT AT OWNER'S EXPENSE.

BACKFLOW ASSEMBLY SHALL BE PURCHASED AND INSTALLED AS A UNIT, AS SHIPPED BY THE
MANUFACTURER, WITH NO MODIFICATIONS TO ANY PART OF THE ASSEMBLY.

A MINIMUM OF TWO SUPPORTS MUST FIRMLY ANCHOR THE ASSEMBLY.

TAPPROVED ITY ENGIREER: , | DATE: =
Leo S /Zv L, 20 e | AR

REDUCED PRESSURE BACKFLOW ASSY.
(OUTSIDE INSTALLATION)

WASHINGTON

:??PUBLIC/WORKS DEPARTMENT STANDARD DETAIL: W—22.2




PRIVATE

PUBLI&—?—»

,J\!,,
PROPERTY OR
EASEMENT UNE  \_— .

FROM WATER

S TYP.,

TO DOMESTIC OR
INDUSTRIAL USE

>

ats

METER OR MAIN ™ ° 3
1.
PROPERTY OWNER TO < ©=
INSTALL AND MAINTAIN ey

VALVE AT THE POINT .

OF CONNECTION PLAN

NTS

3" MIN. FROM ANY
OBSTRUCTION WHEN
VALVE IS FULLY OPEN

BUILDING WALL, TYP.

DOH APPROVED
REDUCED PRESSURE
BACKFLOW ASSEMBLY

3" MIN. FROM ANY
OBSTRUCTION WHEN
VALVE IS FULLY OPEN

INSTALL UNIONS TYP.

FOR 2" AND SMALLER
ASSEMBLIES

CONCRETE SLAB
(BUILDING FLOOR)

,J\/,,
BUILDING e |
WALL, TYP. » SE
. Q e
6” MIN. |- | - Y
TYP. | " ‘-
CONCRETE SLAB ZEa N T 2
(BUILDING FLOOR) =" gECTION
A
NTS :
——p--—-—

PROPERTY OR
EASEMENT LINE

ELEVATION

NOTES: NTS

1. RPBA INSTALLED INSIDE BUILDING SHALL HAVE NO BRANCH CONNECTIONS BETWEEN THE

METER AND THE BACKFLOW ASSEMBLY.

INSTALL RPBA HORIZONTALLY.
BACKFLOW ASSEMBLY MUST BE APPROVED FOR USE IN WASHINGTON STATE BY THE

DEPARTMENT OF HEALTH (DOH). IT MUST BE TESTED BY A STATE CERTIFIED "BAT" AT THE
TIME OF INSTALLATION, ANNUALLY, AFTER THE ASSEMBLY IS REPAIRED, MOVED OR AFTER

AN INCIDENT AT OWNER’S EXPENSE.

BACKFLOW ASSEMBLY SHALL BE PURCHASED AND INSTALLED AS A UNIT, AS SHIPPED BY

THE MANUFACTURER, WITH NO MODIFICATIONS TO ANY PART OF THE ASSEMBLY.

4.
5. ADEQUATE DRAINAGE MUST BE PROVIDED.

A MINIMUM OF TWO SUPPORTS MUST FIRMLY ANCHOR THE ASSEMBLY.

Plotted by: Craig Dobyns on 12/10/2020 File location: M:\Construction Standard Details\Current Working DWG\Water\STDETL—-W—23.3
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STANDARD DETAIL: W—23.3
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PEA GRAVEL
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NTS

NOTES:

1.

BACKFLOW ASSEMBLY MUST HAVE ADEQUATE SPACE CONSIDERATIONS FOR PROPER TESTING
AND MAINTENANCE. A MINIMUM OF 12" CLEARANCE FROM ANY OBSTRUCTIONS ON THE TEST

SIDE. A MINIMUM OF 6" CLEARANCE BELOW ASSEMBLY AND A MINIMUM OF 6" OF PEA
GRAVEL IN THE BOTTOM OF THE BOX. THE MINIMUM CLEARANCE FROM THE TOP OF THE

PEA GRAVEL TO THE BOTTOM OF THE ASSEMBLY IS 6”.

DCVA MUST BE INSTALLED WITH TEST COCKS FACING UP. TEST COCKS MUST BE PLUGGED
WITH BRASS OR PLASTIC PLUGS. INSTALL DCVA HORIZONTALLY.

BACKFLOW ASSEMBLY MUST BE APPROVED FOR USE IN WASHINGTON STATE BY THE

DEPARTMENT OF HEALTH (DOH). IT MUST BE TESTED BY A STATE CERTIFIED "BAT” AT THE
TIME OF INSTALLATION, ANNUALLY, AFTER THE ASSEMBLY IS REPAIRED, MOVED OR AFTER

AN INCIDENT AT OWNER’S EXPENSE.

BACKFLOW ASSEMBLY SHALL BE PURCHASED AND INSTALLED AS A UNIT, AS SHIPPED BY
THE MANUFACTURER, WITH NO MODIFICATIONS TO ANY PART OF THE ASSEMBLY.

MINIMUM CLEARANCE AT ABOVE ASSEMBLY SHALL BE: 9" (FOR 3/4" METER), 12" (FOR 1”
METER), AND 14" (FOR 1 1/2" & 2" METER).

AUBURN (OUTSIDE INSTALLATION)

APPRO%?ITY ENGINEER: RATE: }A\'UR”ﬁ DOUBLE CHECK VALVE ASSEMBLY

PUBLIC /WORKS “DEPARTMENT

5 gl a.é /2,7 /(&
& STANDARD DETAIL: W—24.2
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QTES:
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BACKFLOW ASSEMBLY MUST HAVE ADEQUATE SPACE CONSIDERATIONS FOR PROPER
TESTING AND MAINTENANCE. A MINIMUM OF 6" SIDE CLEARANCE BETWEEN DCVA AND

WALL OR ANY OBSTRUCTIONS AND A MINIMUM OF 6" CLEARANCE BELOW ASSEMBLY
SHALL BE PROVIDED.

DCVA MUST BE INSTALLED WITH TEST COCKS FACING UP. TEST COCKS MUST BE
PLUGGED WITH BRASS OR PLASTIC PLUGS.

DCVA INSTALLED INSIDE BUILDING SHALL HAVE NO BRANCH CONNECTIONS BETWEEN
THE METER AND THE BACKFLOW ASSEMBLY. INSTALL DCVA HORIZONTALLY.

BACKFLOW ASSEMBLY MUST BE APPROVED FOR USE IN WASHINGTON STATE BY THE

DEPARTMENT OF HEALTH (DOH). IT MUST BE TESTED BY A STATE CERTIFIED "BAT" AT
THE TIME OF INSTALLATION, ANNUALLY, AFTER THE ASSEMBLY IS REPAIRED, MOVED OR

AFTER AN INCIDENT AT OWNER'S EXPENSE.

BACKFLOW ASSEMBLY SHALL BE PURCHASED AND INSTALLED AS A UNIT, AS SHIPPED
BY THE MANUFACTURER, WITH NO MODIFICATIONS TO ANY PART OF THE ASSEMBLY.

TWO SUPPORTS, EITHER WALL OR FLOOR, ONE ON EACH SIDE OF THE ASSEMBLY,
MUST FIRMLY ANCHOR THE ASSEMBLY.
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DOUBLE CHECK VALVE ASSEMBLY
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